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FEQUIPMENT PREVIEW 


A New Service For 
F'ood Manufacturers 


AS YOU look through the pages of this new publication you will 
find them filled with terse, news-facts . . the latest develop- 
ments in specialized equipment of specific interest to food manu- 
facturing men. 

Note how quickly, how easily, you get the interesting points . . the 
important features . . of these new machines, new products, new 
applications. You will find that many of them offer immediate, 
practical help on your problems. 

The Editors of FOOD EQUIPMENT PREVIEW have searched 
through all industry . . have selected those developments, those 
ideas that are of special interest to you . . have prepared them in 
brief, easy-to-read style . . and here present them. 

Every item is selected for you with critical, technical judgment. 
Prof. H. McCormack is Technical Advisory Editor. To this work 
he brings 30 years of technical and practical experience, as Consul- 
tant to many of the Nation’s leading food and chemical process manu- 
facturers. Formerly, for six years, he edited The Chemical Engineer. 
Also, he is Director, Chemical Engineering Dept., Armour Institute 
of Technology, Chicago. Thus you are assured that in these pages 
you will find ideas, equipment and 

applications worthy of your at- 

tention. 


There is no charge to you for this 
service. After you have read this 
issue, if you would like to receive 
FOOD EQUIPMENT PREVIEW 
regularly, turn to pages 12-13. Fill 
in the “request” slip and send to 
us. There will be no charge—no 


obligation. 
CKnattd rue 


Publisher. 


* * * 


Note: FOOD EQUIPMENT PREVIEW is 
associated with EQUIPMENT PREVIEW of 
Chemical Process Industries . . . a similar 
specialized service for chemical process 
manufacturers. 


PROF. H. MeCORMACK 
Technical Advisory Editor 


The Editors’ 


—interesting items selected by The 
Editors in preparing this issue. 


Sanitary Motor—Enclosed, vermin proof, 
dirt-proof, splash-proof, with moisture- 
proof windings. Built for all classes of 
drive applications where sanitation is of 
prime importance. See item FEP238, 
page 22. 

Bottle and Container Cleaner—Automatic, 
rotary. Doubles cleaning effectiveness at 
normal operating speed. Will handle 
wide variety of types and styles of con- 
tainers regardless of their construction. 
Filling openings may vary from smallest 
AGST finish to largest mouth finish. See 
item FEP136, page 8. 


Carbonation Controller—Gives uniform 
volume regardless of water temperature. 
Maintains gas pressure of carbonator 
within close limits and automatically in- 
creases or decreases this pressure with 
changes in water temperature. See item 
FEP150, page 11. 


Corn Cutter—Stops kernel mutilation . . 

eliminates knife sharpening delays. Rub- 
ber feed rolls replace spur feed rolls... 
two pairs of rubber rolls grip the ears, 
centering them more accurately, result- 
ing in saving kernels and providing more 
uniform cutting. See item FEP129, page 7. 


Metering System—tTreats oil before cen- 
trifuging. Saves time and space by treat- 
ing oil in circulation. For automatic 
treatment (decolorizing and saponifica- 
tion) of soy beans, corn, cottonseed, and 
flaxseed oils. Overcomes difficulties due 
to excess caustic or lack of complete treat- 
ment. See item FEP157, page 12. 


Cluster Forming Unit — Produces 6,000 
clusters per hour at 12 min. cooling time 
. . . of peanuts, raisins or any mound- 
shaped confection. Only part time of 
one operator is required. Small amount 
of floor space. See item FEP115, page 4. 


Odorless Sanitary Hose—Doubles service 
life, cuts replacement expense. Proof 
against any type of animal fat. High 
tensile strength to withstand constant 
dragging over cement floors. See item 
FEP119, page 5. 
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IF FRUIT ACIDS ARE 
CORRODING 
YOUR 
EQUIPMENT 





After many competitive materials had failed to resist 
corrosion by fruit acids, this 300 gallon kettle for proc- | 
essing fruits, fruit juices and fruit syrups was built of 
Lukens 20% Inconel-Clad Steel by Theodore Walter 
Copper Works, Inc., 9 Essex Street, Newark, N. J. This 
Inconel-Clad kettle has been in successful operation 
for more than eighteen months, safeguarding the purity 
of the food products handled. 

For further data on the advantages of Lukens Inconel- | 
Clad, Nickel-Clad or Monel-Clad Steels in food equip- 
ment, write to Lukens Steel Company, 114 Lukens | 
Building, Coatesville, Pa. 


iti : 
LT INCONEL-CLAD Ste ( 





When inquiring specify FEP 101. . 


sce a ata 


“FIG. 6041” 


. see information request blank, pgs. 12-13 








Hard cash savings are effected in most any process sys- 
tem by this new Taber Centrifugal Pump because (1) its 
interchangeability of Impeller and Casing permits its use 
on different capacity jobs and (2) because of its heavy- 
duty, long-life performance due to extra large shaft (min- 
imizes vibration), external pedestal bearing shaft support 
(takes all thrust loads), deep stuffing boxes (for easy 
sealing). Be glad to send you Bulletin CLVS-339 containing 
helpful information on this new pump. TABER PUMP CO., 
322 Elm Street, Buffalo, N.Y. (Established 1859) 

5376 


| 
Processing Costs Less with TABER Pumps | 


When inquiring specify FEP 102... see information request blank, pgs. 12-13 


AcE, NN | 
CAN SAVE YOU PUMP MONEY 


DIRECTORY ... 


. . of products in this issue 


"OOD EQUIPMENT PREVIEW 


You will find listed below the names of products and new 
literature items described in this issue, with page refer- 


ence on each. 


Product Page 
Alloys, Monel & Nickel........24 
Bag Closer ; 4, 17 
Barrel & Drum Lifter.......... 19 
Belts, Metalwove ....... scene 
Belts, Package Conveyor...... 7 
Belt Treatment ... hoe 
Blower, Centrifugal 14 
Boiler Feed System 20 
Boxes, Corrugated 5 
Cart, Clean-up . ste 20 
Cleaner, Container .... a 
Cleaner, Washroom....13, 19, 2 
Cleaning Solution Device.... 5 
Cluster Forming Unit 4 
COs Indicator ................... 7 
Colorimeter, Photoelectric..11 
Combuston Control ........ 14 
Compressor, Carbon-Ring.... 6 
Concrete, Waterproofed........18 
Controller, Carbonation........1] 
Controller, Time-Cycle.. 10 
Control, Liquid Level... 12 
Conveyor-Elevator .......... - 
Conveyor, Vibrating ... . 4 
Crushers, Grinders . . 6 
Cutter, Corn .......... ‘ 
Cutter, Food .......... oi 
Cutter, Pipe ...... ; 19 
Cutter, Rotary Knife 15 
Deaerating Systems ...... 17 
Drive, Adjustable-Speed ..... 8 
Dust Collector 9, 7, 12, 14 
MNS MINE kotisscascscccciscascceucesh .24 
Enamel, Washable ..20 
“FerroFilter” 16 
Filler, Container incase 
Filter, Horizontal-Plate ......12 
Filter, Oil & Fat a 
Filter, Sluicing .. aia 
NS snietct atcratacies , .23 
Fixtures, Explos.-Proof 19 
Flashlight Extension 14 
Flooring, Steel 16 
Floor Resurfacer 6 
Food Handling Equipt. 5 
Gloves, White Neoprene......17 
Gluer, Hand 6 
Granulator 21 
Grinders, Feeders, Etc. 15 
Handbook. Bidg. Maint.......16 
Handling Equipment......18, 23 
Heater, Instant Water 17 
Homogenizer .. ie 
Hose, ng Length 19 
Hose, Sanitary ; 5 
Humidifier, Steam-Type ll 
Ilium Alloy i7 
Indicator, Bin-Level 10 
Instruments, Control 14 
Instruments, Time 

Switches ... 13 
Juice Measurement 10 
Labeler, Semi-Automatic . 
ame, Silver Reflector..... 1 
Lighting Equipment 17 
Lighting, Fluorescent......16, 19 
Lighting Handbook Cae 


Product 


Magnet, Spout . : 
Material Hand. Equip 
Materials Handling 
Melter-Mixer 
Meter, Electron-Ray pH 
| Ss. ae 
Meter, = sonskemeie 
Meter, Pipe Line Flow 


Meter, Ring-Balance Flow 


Meter, Steam Flow............ 
Meter, Steam Shunt 
Metering Food Oils... 
Microscope, Stereoscopic 
Mixers _...... i 
Motor, Sanitary 


Nozzle, Humidifying 
Odor, Adsorbers 


Package Seal Comp... 
Packaging Material 
Packing, Plastic ...... 
Painting, Maintenance 
Photometer, 
Pipe, Porcelain ...... ‘ 
Pump, Centrifugal 
Pump, Self-Priming 
Pumps, Rotary .................. 
Pumps, Mixers 


Recorder, Temperature 
Recorders, Camera-Size 


Small-Spot 


2, I 


4, 


Regulators, Tempera 


Rubber, Mechanical 


Scale, Bagging 
Scale, 
Screen, Liquid 
Sifter-Blender 

Sifters, Gyratory 
Skid, Steel 

Speed Reducer, Worm 
Stabilizer, Icing 

Steel, Iconel-Clad 
Still, Water 

Stitchers, Wire 


Thermometer, Dial & 

Recording 
Thermometers, Gauges 
Timer, Interval 


Butter Print.... 
3, 15 


Tires, Pneu. Hand Truck... 


Transmission, Power 
Trap-Float, 
Trap, Steam 
Traps, Selecting Steam 
Truck, Barrel 

Truck, Hand Lift 
Trucks, Electric 
Trucks, Rubber-Tired 
Tubing, Flexible Steel 


Valves, Pipe Fittings 
Vibrator, Noiseless 
Vol-U-Meter 


Washer, Air 
Washfountain 

Washroom Planning 
Weigher, Vibratory Feed 


ESCRIPTIONS of new products and 
new literature appearing in this is- 
sue are prepared from material submitted 


by manufacturers. 
tion is taken, the publishers cannot guar- 
antee the validity of claims. However the 
publishers welcome your criticisms of 
any apparent inaccuracies. 


While every precau- 


Thermostatic... 


4, 
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Shunt Meters answer that question! 
tures include: 
low f 
and inexpensive installation; simplicity and 
rugged construction. 
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Fea- 
accuracy over a wide range, 
first cost with no extras to buy; easy 


where I’m using it—and my fuel cost has 
been materially reduced.” 


Users find that 


Shunt Meters provide a simple, direct, and 


flow through steam, air, and gas lines. 


Write for Bulletin 307. 


| reliable means of tallying the dollars that 


BUILDERS-PROVIDENCE 


BUILDERS IRON FOUNDRY 37 CODDING sT 


When inquiring specify FEP103... 


PROVIDENCE, R.|I. 


see information request blank, pgs. 12-13 
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YOUR Idea of a LABELER 


If you were to draw the specifica- 
tions of an ideal labeler for your 
needs we believe you’d come very 
close to describing this new Model 
CH WORLD Semi-Automatic 


beler. 


La- 


It has everything you look for in 
a labeler—simple, sturdy design, 
neat, precise, rapid labeling, quick, 
positive adjustment to any size and 
shape of label or container, ex- 


treme operating convenience and 


The Model CH WORLD Seml-. .coccibility, low first cost, operat- 


Automatic Labeler for applying 
labels from postage stamp size 
up to 64x62" .. . to contain- 
ers of every size and shape from 
ampoules up to 4” diameter. 


ing cost and maintenance cost. 


Write for new Bulletin CH-12 containing complete informa- 
tion on this new and better WORLD Labeler. 





AR ROA ee «SAS 5 OE RE ATRIOS IBS NAOTSDER SWE REEL 
When inquiring specify FEP 104... see information request blank, pgs. 12-13 


CONOMIC MACHINERY CO. 
WORCESTER « MASSACHUSETTS - U. $. AL 
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Description—Capacity is 12 to 15 G.P.H. Working pres- 
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Sluicing Filter Press 


Sluicing Provides Quick Cleaning and 
Increases Filtrate Yield 


Uses—For filter- 
ing such products 
as syrups, ex- 
tracts, oils, wines, 
fruit juices, fla- 
vors, distilled li- 
quors, etc., which 
are generally 
clarified with fil- 
ter aid, and the 
resultant solids 
residue disposed 
of as waste. 
Features — By 
means of the 
sluicing method 
of cleaning, a long 
series of runs can 
be made without 
opening the filter 
for cleaning. To- 
tal time required 
for series of 
sluicings is less than for opening and manually cleaning 
the filter press. As filter cake is in slurry form when 
removed from press, it can be disposed of without man- 
ual labor. 

Operation—Filter is not unlike usual type of plate and 
frame pressure filter. Special frames have ribs which 
support filter cloth so that pressure can be applied be- 
hind them. When filter chambers are full of solids, filtra- 
tion is stopped and liquid remaining is drained off. Wa- 
ter from 30-50 lbs. pressure is then introduced and drain 
cocks in frames are opened. This causes sudden flow of 
water backwards through filter cloth which loosens the 
cake and washes it out as thin slurry through drain cocks. 
Short surges of sluicing water filling each chamber and 
then released by opening each cock in turn effect a quick 
removal of the cake. When sluicing is completed, next 
filtration cycle may be started. 

Description—Sluicing involves only opening a few valves, 
and one man can clean the largest filter. Unit shown in 
cut is 12” closed delivery type having 8 chambers and 
equipped with a large outlet cock for sluicing purposes. 
On large filtering units, individual outlet cocks are in- 
stalled on each frame; these can be manipulated to con- 
centrate the sluicing water in any one chamber to assure 
more complete discharge of slurry. 


T. SHRIVER & CO., Dept. F, 850 Hamilton St., Harrison, 
N. J. 


When inquiring specify FEP 105... see information request blank, pgs. 12-13 
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Homogenizer 
Portable, Low-Powered, Low Cost Unit 





Uses — For manufacture of 
many emulsions and disper- 
sions used in the food indus- 
try. Used for making heavy 
whipping cream, and for use 
in handling sour cream, 
cheese, flavors and extracts, 
salad dressings, tomato juice, 
bread mix, etc. 

Features — Simplified con- 
struction of valves provides 
a light-weight portable unit 
—one man can handle. Unit 
is low-powered, equipped 
with heavy duty, % HP. 
motor to operate on lighting 
circuit. Maker states that 
heavy whipping cream can 
be made at half price. 





FOOD EQUIPMENT PREVIEW 


sure is 800-1000 lbs. per sq. in. ‘Unit will not do work 
of centrifugal machine such as colloid mill in grinding 
of mustard or fish paste but will handle work of pressure 
homogenizer as used in dairy applications. Weight is 117 
lbs.; height 30” on 24”x24” base. Heavy base built to 
stand continuous operation. All parts in contact with 
ingredients are of stainless steel and bronze. Booklet 
of instructions and formulaes available upon request. 
COLLOID EQUIPMENT CO., INC., Dept. F, 50 Church 
St., New York, N. Y. 

When inquiring specify FEP106... 


Food Cutter 


Cuts Most Operating Time in Half 


see information request blank, pgs. 12-13 








Uses — Machine 
processes sausage 
luncheon meats, 
spices, coffee, 
chocolate, wheat, 
corn, all vegeta- 
bles and other 
items involving 
cutting problems. 
Features — Ma- 
chine cuts, in- 
| stead of smashing 
and grinding, 
thus retaining 
more unbroken 
cells to save fla- 
vors. Operating 
time reduced. Re- 
quires small floor 
space, 
Performance—Maker states that pork becomes pork 
sausage in 12 seconds; cocoa beans become chocolate in 
15 minutes; wheat becomes flour in less than 10 minutes; 
peanuts become peanut butter in 6 minutes; vegetables 
are cut for soup in 5 seconds. 
Operation—Product being cut is held in revolving cylin- 
der by centrifugal force. As it reaches bottom of cylin- 
der, it passes over bar which diverts it into knives, re- 
volving at high speed in the same direction as the cylin- 
der. This action cuts the product in suspension and pro- 
duces a clean cut product. Length of time product is in 
cylinder determines product’s fineness. 
THE GLOBE CO., Dept. F, 4040 S. Princeton Ave., Chi- 


cago, Ill. 
When inquiring specify FEP107... 


Hand Lift enak For 
Heavy Loads 


Positive Mechanical Selective “Pump 
Action” Lift 


Uses—For all types of 
products, on platforms, 
in load capacities from 
3,500 to 5,000 Ibs. 


Features — Positive me- 
chanical selective, or 
“pump action”, lift gives 
this truck easy pump 
handle operation. For 
safety, the handle has a 
lower flush-welded grip 
with no projecting edges. 
Made in capacities from 
3,500 to 5,000 lbs... . 
available in either wide 
or narrow model frames. 
Both types have same safety devices . . both feature 
hydraulic release checks to prevent dropped loads; and 
torsion type rear links to eliminate side sway. 


YALE & TOWNE MFG. CO., Dept. F, 4530 Tacony, Phil- 
adelphia, Pa. 
When inquiring specify FEP108... 





see information request blank, pgs. 12-13 





see information request blank, pgs. 12-13 
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REDLER. . 


ee 


ead 
jor Cleanliness. 





on . Prevent Contamination, Convey- 

oa o Elevate in One Unit, Minimize Ex- 

=a plosion Hazards, Require Little 
Space, Eliminate Feeders . . . 

You'll find it safest from 

L-Type standpoints of both 

cleanliness and explosion 

ht, Z hazards to standardize 

on sealed REDLERS for 

conveying-elevating pul- 

a verized, granular, small lump and 

Circuit <>, flaky materials. For only REDLERS 

ke move materials en masse in their 


Sa own bulk, smoothly, at slow speeds, 
: without disturbance. 


FIND OUT HOW TO SAVE WITH 
REDLERS FROM NEW CAT. 140 — 


ino This 64-page hand- 
Type book should be part 

7 every Material 

andling Equip- 

Ga ment user’s referen- 


Ly | ces. Includes types 
|| Vertical j dimensions, horse- 
I r data, instal- 
lations. Write for 


your copy now! 


eT 


company 


LINOIS 





MANUFACTURING 


17 RIDGEWAY eat 
CONVEYING ¢@ ELEVATING @ SCREENING @ TRANSMISSION 





is eOneas| 


When inquiring specify FEP 109... see information request blank, pgs. 12-13 
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Waste Water BYTE 








Screening 
waste water 
recovers 
valuable solids 
... reduces 
pollution! 


Link-Belt vibrating screen with a 24° x 48° 
screening surface, as used for separating solids 
from waste water at a cherry canning plant. 


Most industries have the common problem of how 


to handle waste water in order to reduce pollution and 
clogging of streams they use for such disposal. The 
answer to this problem has brought an extra benefit, 
for by screening their waste-water many plants are 
recovering valuable solids and, at the same time, 
definitely reducing pollution. 


SEND FOR THIS FREE FOLDER 


Write today and see how a Link-Belt vibrating screen 
'\ can solve your waste water problem. Change an expense 

\ to a profit—write for your copy of this new folder now! 
' \ Ask for No. FEP1877. 


\ LINK-BELT COMPANY 
307 N. Michigan Ave., Chicago 





Vib sting SCREENS 


When inquiring specify FEP 110... see information request blank, pgs. 12-13 
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AJAX 


LO-CONVEYORS 


Vibrating Type 
e 
Totally Enclosed 
e 









Rubber Shackled Pan 


Patented self-contained, self balancing drive unit ap- 
plies reciprocating motion directly to pan and elimi- 
nates transmission of vibration to surrounding struc- 
tures. Ajax rubber shackles produce smooth uniform 
action and higher conveying speeds. Used by many 
industries. Write for data. 

Ajax Lo-Conveyors built in lengths up to 50 feet, 
widths up to 4 feet. Can be installed in series for 
longer distances. Note flanged openings for dustproof 
boots. Write for data on Ajax Vibrating Conveyors 
and Screens. 


Westfield, N. Y. 





202 English St. Incorporated 1920 


When inquiring specify FEP 111... see information request blank, pgs. 12-13 
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THIS MONEY-BACK 
“CLING-SURFACE”’ 


OFFER 


makes if easy to cut out 


TEIN ee TES 


Prove to your own satisfaction in 30 days that 
“Cling-Surface” treated belts won't slip... that 
they grip the pulleys and run slack. Notice fewer 
shutdowns. In addition there is lower power 
consumption and less maintenance. Proof ??? 
Just send for this EASY-TO-USE TRIAL OFFER: 
(1) One pint of Cling-Surface Belt Treatment, 
world famous since 1896. Regularly 75¢. (2) 
One Cling-Surface Pressure Applicator (shown 
at right) —6%” brass spout, % pint steel con- 
tainer, Easy way to apply Cling-Surface (see 
drawing below). Regularly $2.65, but get... 


BOTH for $3.00 


Money back if not satisfied 
in 30 days 


CLING-SURFACE CO. (Est.1896) 















a 
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CLING-SURFACE’ saves belts and power 


When inquiring specify FEP 112... see information request blank, pgs. 12-13 
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Portable Bag Closer 


No Electric Power — Operates by Friction Drive 


Uses — Satisfac- 
tory for use on 
cotton and 7 and 
10 oz. burlap bags 
holding from 50 to 
150 lbs. of ma- 
terial. Also suit- 
able for some pa- 
per bags and for 
some 25 lb. ca- 
pacity bags, de- 
pending on condi- 
tions. Not recom- 
mended for as- 
phalt - lined bags 
or bags contain- 
ing less than 25 
Ibs. Often used to 
supplement power 
driven closers for 
closing small lots 
or special orders 
quickly without 
interruption to 
regular production. 
Features—Machine is 100% portable; needs no electric 
power and is operated by friction drive only. Weighs 





8% lbs. Has no cables, wires, supports or external at- 
tachments. Thread automatically cut when machine 
leaves bag. 


Operation—As machine is drawn across the bag, friction 
rollers rotate on double-row felt-sealed ball bearings, 
which require no lubrication, and transmit power to the 
needle through a train of gears operating on oilless bear- 
ings. Needle is only moving part in stitching mechanism, 
and is supported to make bending impossible and break- 
age rare. 

Description—Unit has die-cast aluminum case. Thread 
used is 4 ply No. 12 Bemis Special. Thread housing is 
plastic covered to keep thread free from dust or dirt, and 
thread is visible at all times. Thread cutter has renew- 
able double-edge blade. Single thread twisted-loop chain 
stitch is used. 

BEMIS BRO. BAG CO., Dept. F, 601 S. Fourth St., St. 
Louis, Mo. 

When inquiring specify FEP 113 ... see information request blank, pgs. 12-13 
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Butter Print Scale 


Light Weight, Portable, Built for Corrosive 
Conditions 


Uses—Designed pri- 
marily for weigh- 
ing prints of butter 
in creameries, but 
is applicable to any 
industry where 
moisture or dirt is 
present. 

Features — Carrying 
handle makes this 
17% lb. unit easily 
portable. All parts 
of weighing mech- 
anism are made 
from non-corrosive 
metal, eliminating 
oil contamination of 
butter. Entire out- 
side of scale is 
treated for protec- 
tion against corrosion—castings have special anodizing 
treatment to seal pores of metal; next, chromate primer 
is applied; and finally gray enamel is baked on. 
Description—There are 177 stainless steel parts in this 
Model 1097. Chart housing is slanted back for clear 
vision from any operating position. Clear, unbreakable 










| 
| 
| 
| 
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plastic window is used in housing. Scale may be put into 
operation without leveling. Housing and base cover are 
cast in one piece. Instead of usual steel, chromium plated 
weights, special test weights for this model are made of 
solid brass and chromium plated. Two 1-lb., one %-lb. 
and one %4-lb. test weights are furnished with each scale. 
Scale has 5-lb. capacity. 

TOLEDO SCALE CO., Dept. F, Toledo, Ohio. 


When inquiring specify FEP 114... see information request blank, pgs. 12-13 


SS eee 
Cluster Forming Unit 
Produces 6,000 Clusters Per Hr. At 12 Min. 

Cooling Time 


Uses — For 
producing 
clusters of 
peanuts or 
raisins, or 
any mound- 
shaped 
confection. 
Features — 
Maker 
states 2c a 
pound sav- 
ing over 
present 
method is 
possible 
with this 
unit. Only 
part time of one operator is needed for operating the 
equipment. Small amount of floor space required. 
Operation—Clusters form in baskets, which pass continu- 
ously through the machine in a single row. They first 
pass under the automatic feeder, which takes the peanuts 
(for example) from hopper and deposits them into bas- 
kets. Number of peanuts put in each basket is adjustable 
by handwheel and can be varied while machine is run- 
ning. Peanuts in baskets pass under chocolate curtain, 
then the blower, and then come to end of coating ma- 
chine where the baskets are flipped over and gently 
knocked onto discs of cooling machine. After coming out 
of cooling machine, clusters pass along packing board. 
Description—Unit consists of the coating and the cooling 
machines. Complete unit is powered by % H.P. motor, 
through variable speed drive, giving variable cooling 
time from 12 to 36 mins. Small blower to remove surplus 
chocolate is driven by % H.P. motor. Chocolate tank is 
of 125 lbs. capacity, and is water jacketed, arranged for 
steam or electric heating. Cooling machine is designed 
to receive cold air from outside source but can be equip- 
ped with self-contained Freon compressor and refriger- 
ating unit. On set of baskets is furnished with each ma- 
chine. Group of baskets can be changed from one size to 
another in 10 mins. Cooling machine consists of hardened 
steel roller chain running on edge with vertically ex- 
tended pins. Over pins are mounted small discs, in a 
horizontal position. 300 feet of cooling travel is provided 
in five tiers of discs. Descriptive folder is available. 

J. W. GREER CO., Dept. F, 119-137 Windsor St., Cam- 
bridge, Mass. 


When inquiring specify FEP 115... 





see information request blank, pgs. 12-13 





Have You a “‘New Solution’’? 


If you have recently solved a problem in any line 
of food manufacturing, through a new application 
or new use of your regular products, The Editors 
invite you to submit the facts for publication in this 
department .. . in over 30,000 copies. 






In submitting your “solution” please be sure to give 
the pertinent facts of (a) the problem, (b) just what 
was done and (c) what the results were. 


Send to Editors, FOOD EQUIPMENT PREVIEW 
737 N. Michigan Ave. Chicago 
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Device Maintains Clean- 
ing Solution Strength 


Easily Installed—No Moving Parts—No Operating 
Costs 


Uses—Automatic device 
developed for maintain- 


ing the strength of 
cleaning solutions in 
can, bottle washing 


and similar mechanical 
washing equipment in 
dairy, milk and_ ice 
cream plants, cheese 
factories, breweries, car- 
bonated beverage plants, 
canning and other food 
processing plants. 
Features—Regulator au- 
tomatically meters and 
maintains cleaning solution strength at uniformly effec- 
tive concentrations. Unit is easily installed; has no mov- 
ing parts and no operating cost. Adaptable to changing 
production requirements. Prevents use of excessive ma- 
terial and lowers rejects and re-handling operations, thus 
reducing cleaning costs. 

Description—Device consists of a tank to hold concen- 
trated upkeep solution, plus a metering device. Meter- 
ing device provides accurate metering of incoming wa- 
ter, automatically causing discharge of concentrated up- 
keep solution into washing compartment of washing ma- 
chine. Tank is made of enameled sheet steel. Metering 
device is nickel-plated, solid brass casting. Complete 
details of operation and instructions for use are avail- 
able in booklet Model No. 383. 


OAKITE PRODUCTS, INC., Dept. F, 36F Thames St., 
New York, N. Y. 


When inquiring specify FEP 116... 





see information request blank, pgs. 12-13 





Horizontal Filter For 
Edible Oils and Fats 


Portable Unit Filters 50 Gal. Batch in 10 to 
12 Mins. 


Uses—For filtering 
doughnut, peanut, 
potato chip, cocoa- 
nut and other edi- 
ble oils and fats. 
Features—Filter re- 
moves all suspend- 
ed matter, including 
burnt flour, dough 
and starch; leaves 
oil clean and sweet, 
free of rancid odors 
and tastes, and 
maintaining a high 
smoke point. Filter 
plates are complete- 
ly enclosed, no 
leaking outside 
while in operation. 
Unit is portable, 
mounted on rubber 
casters, and can be wheeled to any part of plant for fil- 
tering or cleaning. Pump can be used independent of 
filter as general purpose portable pump for other uses 
around the plant. Requires minimum floor space. Easily 
cleaned. 

Performance—Maker states that unit will filter a 50- 
gallon batch in 10 to 12 minutes at a cost of 12 to 18 cents. 
Description—Filter can be cleaned in 10 minutes by re- 
placing four filter papers after lifting out four light 
weight filter plates. It is equipped with flexible metal 
hose and pump that will suck grease out of kettle or 














FOOD EQUIPMENT PREVIEW 


Built entirety of iron and steel; mounted on a 
circular frame that is 22” diameter. Overall height is 
36”. Machines come equipped complete with pump, 
motor and cord, detachable flexible metal hose, pressure 
gauge and by-pass valve. Plug in light socket and unit 
is ready for use. 

SPARKLER MFG. CO., Dept. F, 1218 Webster Ave., Chi- 
cago, Ill. 

When inquiring specify FEP 117... 


UNIT FILTERS 


Collect and Confine Dust From Individual Sources 


tanks. 


see information request blank, pgs. 12-13 


Uses—For collecting and con- 
fining dust from individual 
dust sources such as grinders, 
pulverizers, packing machines, 
etc., where it is not practical = 
to install a large central dust i re ety 
collecting system. ' 4 eae 
Features—Make possible rec- 
lamation of dust of value 

which can be put back into 

the plant process. Require 

little floor space and are in- lk 
expensive. 

Description—A series of cloth 
tubes made from special wo- 
ven cloth are suspended in a 
steel case. Dust is drawn into 
inlet and collected on the in- 
side of filter bags. The air 
discharged by fan is cleaned 
and can be recirculated. When 
filter cloth becomes saturated 
with dust, fan is shut off and shaking mechanism is 
manually operated for a few minutes, removing the dust 
and collecting it in the container below. 

These Dracco Unit Filters are made in two sizes to handle 
300 C.F.M. and 600 C.F.M. Units shipped assembled, 
complete with fan and motor. Installation consists simply 
of connecting ventilating pipe of dust producing machine 
to inlet of filter and hooking up motor to power line. 
Mfd. by DRACCO CORPORATION, Dept. F, 4060 East 
116th St., Cleveland, Ohio. 

When inquiring specify FEP 118... see information request blank. pgs. 12-13 








Odorless Sanitary Hose 
Doubles Service Life—Cuts Replacement Expense 


- Uses—For wash-up 
service in such 
places as milk 
plants and packing 
houses where ani- 
mal fats and greases 
affect ordinary rub- 
ber hose. 
Features — Hose is 
tough and pliable 

as rubber but completely proof against any type of ani- 
mal fat. Material is odorless and has very high tensile 
strength to withstand constant dragging over cement 
floors. Because of above two factors, service life is 
doubled and replacement cost is cut. White outer cover 
easy to clean. 

Description—Inner tube is made of heat-resistant rubber 

for either hot water or low pressure steam. Wall rein- 

forcement is multiple plies of duck and rubber with ex- 
tra braid. Outer covering is synthetic rubber. Hose is 
normally made in white for milk plant service, but is 
also available in red or black if specified. It is made in 

lengths up to 50 feet, in sizes 4”, %”, 1”, 1%,” and 1%” 

I.D. Hose comes with or without molded rubber nozzles, 

as desired. 

HEWITT RUBBER CORP., Dept. F, 250 Kensington Ave., 

Buffalo, N. Y. 

When inquiring specify FEP 119. . 





. see information request blank, pgs. 12-13 
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IF YOUR PROCESSING 
CALLS FOR... 


1. Grinding; 2. Cleaning; 3. Weighing; 4. Sift- 
ing; 5. Feeding; 6. Mixing; 7. Packing, of 
powdered or granular food products, you'll 
be interested in having complete information 
on this modern, highly developed equipment. 


— GUMP COFFEE GRANULIZERS 

— IDEAL GREEN COFFEE CLEANERS 
— BAR-NUN ‘‘Auto-Check’"”» WEIGHERS 
— EDTBAUER-DUPLEX NET WEIGHERS 
— BAR-NUN ROTARY SIFTERS 

— IDEAL ROLLER MILLS 

— DRAVER FEEDERS 

— MASTER MIXING SYSTEMS 

— VIBROX BAG OR BARREL PACKERS 


Write us details concerning your immediate 
production a, mentioning capacities 
needed e’ll send catalogs and specific 
recommendations without obligation. 





SRC 


AND MANUFACTURERS—SINCE 1872 





410 SOUTH CLINTON STREET CHICAGO, ILLINOIS 
When inquiring specify FEP 120 ... see information request blank, pgs. 12-13 


v 


WHAT KIND OF COPY SHOULD 
BE ON YOUR PACKAGE? 





WHAT IS A “DUPLEX”? / 





NAME 6 DIFFERENT KINDS OF 
CORRUGATED DISPLAY BOX. 










A 


J 


Y EXPLAIN THE TERM 
“PREPACKING.” 
LIST 12 OBJECTIVES THAT CAN 
BE ACCOMPLISHED BY MODERN 
PACKAGING. 


If You Want To 





KNOW ALL THE ANSWERS 


Get and Read this FREE Book 


Handy pocket size—reading time: 5 minutes—crammed with 
useful information. Mail coupon below (a post card or note 
will do just as well) for your free copy of “HOW TO MEi.- 
CHANDISE In Corrugated Boxes.” HINDE & DAUCH, 
Executive Offices, Sandusky, Ohio. 


THE HINDE & DAUCH PAPER CO. 
4054 Decatur St., Sandusky, Ohio 


ELS 


Please rush your new packaging handbook, 
“How To Merchandise.” 


' 
i 
' 
1 
' 
MAME 
COMPANY ; 
ADDRESS ; 
city 


When inquiring specify FEP 121... see 





information request blank, pgs. 12-13 
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-- 


Every Food 
Manufacturer 


needs 
this 
book 


Showing 
Automatic 
Electric Propelled 
Material Handling 
Methods in Over Sixty Plants 


Every production manager needs this book. A complete 
library of information — it shows how materials are 
electrically transported and stacked in over sixty plants 
— how storage space is conserved — how to stack raw 
and finished products roof high — how to reduce labor 
costs to speed up production. In addition, it shows how 
you can obtain experienced engineering service and ad- 
vice on your problems without any cost or obligation 
whatsoever. 


Send for your 
copy now 


Don’t wait or delay getting your copy 
of the “Automatic” book. Its upward 
of 150 illustrations will suggest many 
ways of solving those material handl- 
ing problems at a saving — of meeting 
rising costs and breaking down produc- 
tion bottlenecks. Yours will be sent 
by return mail if you 4// out and mail 
the coupon now. 


AUTOMATIC 
TRANSPORTATION CO. 


CHICAGO, ILL. 





| AUTOMATIC TRANSPORTATION COMPANY — 
' 0.cemee sean ie the Yale & Towne Mfg.  wneace. an? : 


Gentlemen: Please send the book on ‘Automatic’ Material 
Handling Equipment. 


Name Position 
Address 
Company 
her eee State 
: (FEP-122) 


| 


When inquiring specify FEP 122... see information request blank, pgs. 12-13 
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Carbon Ring Compressor 


Carbon Packing Rings Prevent Metallic Contact 
of Piston With Cylinder Bore 


Uses—To supply air to food plants, breweries, distilleries, 
etc., where oil in air is detrimental. 

Features—Air cylinder construction uses carbon packing 
rings to prevent metallic contact of piston with cylinder 
bore. These carbon rings are self-lubricating and as 
there is no metallic friction, no oil, glycerine or water is 
required for cylinder lubrication. To prevent rusting of 
air passages because of complete absence of oil, all in- 
side walls of cylinder except the bore are covered with 
heat resisting paint. Special metallic wiper packing in 
crank case oil stop head prevents oil from crankcase be- 
ing carried along piston rod. 





Description—Standard construction includes double row 
Timken tapered roller bearings, forged alloy steel crank- 
shaft with taper fit in the wheels, forged connecting rod 
with adjustable bearings, completely oil tight and dust 
tight frames, alloy cast steel crossheads with high-lead- 
bronze adjustable shoes sliding in bored guides in frame, 
and power ends designed for continuous heavy-duty serv- 
ice. Bulletin CRC-10 is available. 


GARDNER-DENVER CO., Dept. F, Williams St., Quincy, 
ill. 


When inquiring specify FEP 123 ... see information request blank, pgs. 12-13 


ae: eee 


Automatic Hand Gluer 


Seals Container Flaps 
Saves Packing Time and Space 


Uses — To 
automatic- 
ally apply 
pressure to 
the flaps of 
a corrugat- 
ed shipping 
contain- 
er during 
setting of 
adhesive. 
Features — 
Machines 
are mount- 
ed on 4- 
inch steel casters for mobility. Only one operating ad- 
justment on machine; used to set vertical adjustment of 
upper belt section for package height. Simplified design 
and low cost unit. 

Operation—With use of this hand gluer, the packing oper- 
ation is reduced to three steps: (1) Container is formed 
from the flat and lower flaps are turned in; (2) container 
is packed by operator, then upper flaps are turned in and 
adhesive applied; (3) container is reversed, adhesive ap- 
plied to lower flaps and operator then pushes packed con- 
tainer forward onto ball bearing rollers into the machine. 
Packed and glued container is then automatically drawn 
into compression section of machine, where pressure is 
applied until final discharge. 

Description—Packages drawn between compression sec- 
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tion between motor-driven belts, riding on ball-bearing, 
steel rollers; packages are under pressure of a series of 
spring-backed steel rollers in the adjustable upper sec- 
tion. Motor control is by mercury switch. Oilless bronze 
bearings are used on the slow speed main drive shaft. 
Crowned wood pulley drives the belt. Machines will take 
cases up to 26” wide and 26” high. Models are made in 
6, 8, 10 and 12 ft. lengths. 


A-B-C MFG. CO., Dept. F, 236 South 4th St., Quincy, Ill. 
When inquiring specify FEP 124... see information request blank, pgs. 12-13 


——————— 


Plastic Packing 


Has Reinforced Tape Vulcanized On Back 


Uses — Pack- 
ing is made in 
six styles for 
special pur- 
poses; No. 4 is 
designed for 
foods, fruit 
juices and othe ° 
edibles as _ it 
contains no 
graphite and is 
non - metallic; 
often used on 
stainless steels. 
No. 1 is for gen- 
eral service — 
air, water, 
steam mild 
chemicals, etc., 
where temper- 
atures do not 
exceed 550 deg. 
F. Packing is recommended for centrifugal and rotary 
services such as centrifugal feed pumps, low pressure 
steam rods, valve stems, centrifugal and rotary pumps, 
and expansion joints. 

Features—Vulcanized tape reinforcement replaces old 
frictional woven cotton jacket and now a non-frictional 
surface bears directly against the moving part. Due to 
this tape backing, packing is extremely pliable and can 
be bent around small diameter rods and shafts without 
fracturing or cracking, or formed into small I.D. rings 
without distortion. 

Description—Packing is a dry-graphited plastic material 
made from pure, long-fibre asbestos, antifrictional metal 
particles and special binders. It contains no oils that can 
be driven off by heat or pressure and packing flows easily 
under gland adjustment. Each of six types is available 
in sizes from 4%” to 1” graduated by sixteenths, in coils, 
standard length spirals or in die-formed rings or sets to 
stuffing box dimensions. 

CRANE PACKING CO., Dept. F, 1800 Cuyler Ave., Chi- 
cago, Ill. 

When inquiring specify FEP 125 ... see information request blank, pgs. 12-13 


Premixed, Waterproof 
Floor Resurfacer 


Uses—Fo1 permanent resurfacing and feather edge patch- 
ing of floors in all types of plants. 

Features—Material is waterproof, dustless, cdorless and 
non-poisonous, resilient and self-repairing, sparkless and 
fire-resistant. 

Description—Material is premixed, ready for use. It is 
an aggregate that is highly cohesive in itself which has a 
wearing surface for its entire thickness. Material is 
resilient and non-slip. Color is brown. Testing labora- 
tory reported that “it was necessary to increase the load 
to 10,000 lbs. before a depression of 1/16” could be ob- 
tained.” 





ROCK-TRED CO., INC., Dept. F, 631 W. Washington 
Blvd., Chicago, Ill. 


When inquiring specify FEP 126... sce information request blank, pgs. 12-13 
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All Metal Cloth 
Screen Dust Collector 


Wire Mesh Screen Frames Prevent Cloth 
Collapse Under Air Load 





Features — Individ- 
ual screens can be 
quickly removed 
without disturbing 


adjacent screens, 
rapping device or 
casing sheets. All 


moving parts are on : re BS: =| g 
the clean air side, = Pelee es 


me, 
: gee 


Con 


out of dust, elimi- 
nating wear. Rap- 
ping device operat- 
ing on clean side of 
cloth beats dust out- 
ward rather than 
into cloth pores; no 
direct contact be- 
tween rapping de- 
vice and cloth to 
cause wear. 
Operation— (See cut 
showing cut - away 
photo of clear air side). Dust-laden air enters at rear 
(dust side) of collector where, striking a baffle plate, a 
reduction in velocity occurs, dropping heavier particles 
directly to hoppers. Finer particles are conveyed to dust 
side of cloth screens, retained thereon, the cleaned air 
filtering through the cloth, passing out through the clear 
air end of the screens into the clear air chamber and 
exhausted through outlet. 

Description—The all steel, rust-proof wire mesh frames, 
inherently electrically grounded, prevent cloth collapse 
under air load. Cloth filter bag of simple design is ap- 
plied to frame without tension or strain. Unit construc- 
tion permits unlimited flexibility. The fully enclosed 
screen rapping mechanism runs in oil and is operated by 
multiple V-belt drive. There are no obstructions on dust 
sides of cloth to prevent accumulated dust from dropping 
freely to hoppers. Built integrally with collector casing 
is an extended fan house enclosing exhauster and motor. 
Bulletin No. 903 contains complete details. 


PANGBORN CORP., Dept. F, Hagerstown, Maryland. 


When inquiring specify FEP 127... sce information request blank, pgs. 12-13 





Silver Reflector Lamp 
Not Affected By Dirt or Acid Fumes 


Uses — For use where 
high light concentration 
is desired; where dirt 
and acid fumes prevail. 
Features — Does not re- 
quire a reflector. Inside 
silver plating not affect- 
ed by dirt and acid 
fumes; easy to clean; 
plating adds to bulb’s 
life. Current consump- 
tion’ less than standard 
lamps. 

Performance — Sight- 
meter tests show these 
reflector lamps give 
double the light of 
standard lamp of same 
wattage. Greater light 
concentration giving 
best possible directional light pattern. 
Description—Mushroom type—glass is blown into para- 
bolic shape which directs all light to working area. Range 
of sizes are from 75 watts to 300 watts, inclusive. 





WARREN LAMP CO., Dept. F, Warren, Pa. 
When inquiring specify FEP 128 ... see information request blank, pgs. 12-13 
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Corn Cutter Stops 
Kernel Mutilation 


Eliminates Knife-Sharpening Delays 


Uses—For han- 

dling fancy iB 
packs of whole 
kernel corn and 
for use for 
cream style 
packs as well. 
Features— 
Rubber feed 
rolls replace 
steel spur feed 
rolls; two pairs 
of rubber rolls 
grip the ears, 
centering them 
more accurate- 
ly than was 
possible with 
the spur type 
roll, resulting 
in saving kernels which were punctured by spurs and 
providing a more uniform cutting. Maker states some 
canners report a 5 to 7% saving. Rubber rolls offer less 
kernel mutilation. Gear train entirely eliminated, thus 
saving continuous maintenance expense. 
Description—Machine is known as No. 2 Universal Corn 
Cutter. Upper housing is hinged and rotary heads are 
so mounted that they can be quickly lifted out to install 
new set of knives. Extra heads not needed as time re- 
quired for knife changing is about same as formerly re- 
quired for changing entire head. V-belt takes place of 
gear train for drive. Automatic oiling system, one-shot 
type, automatically pumps correct amount of lubricant 
to each part. 

FOOD MACHINERY CORP., Sprague-Sells Div., Dept. F, 
Hoopeston, Il. 

When inquiring specify FEP 129... see information request blank, pgs. 12-13 


ened 


Package Conveyor Belts 


Tentacle Grip Surface Carries Varied Package 
Weights 





Uses — Line 
of belts is 
designed for 
both hori- 
zontal and 
incline car- 
riers; three 
types in- 
clude those 
for heavy 
loads on 
long - center 
installations, 
for general 
factory and warehouse use, and for small inspection 
tables or light weight articles such as tins of spices, etc. 

Description—Cut shows principal surface features avail- 
able in various weights of belts. Tentacle grip surface 
(at bottom of cut) is a single surface pattern developed 
to carry all kinds of loads. This is a moulded surface so 
designed that thousands of fingers of rubber support 
light packages. Under pressure of heavier merchandise, 
these high points of rubber, or fingers, compress so that 
a sturdier, underlying cross-pattern absorbs the load and 
helps boost heavier articles up the grade. Deep creviced 
pattern opens to clean itself as it flexes over the pulleys. 
This type of surface will carry certain types of packages 
on inclines up to 40 deg. It is particularly adaptable 
where package sizes vary greatly on same sorting system. 
GOODALL RUBBER CO., Dept. FE, 5 S. 36th St., Phila- 
delphia, Pa. 


When inquiring specify FEP 130... see information request blank, pgs. 12-13 
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For Medium Weight Sacking 
Operations... | 


mee 


4 





Here is an EXACT WEIGHT Scale 
built expressly for fast packaging 
from 20 to 53 pounds. This unit 
is rugged, works anywhere it is 
placed regardless of the kind of 
surface and is accurate to the 
ounce under full carrying load of 
53 pounds Dials are p'aced in 
the top... are visible from any 
angle for floor and 
low bench  oper- 
ations. Weights are 
covered with dust 
cover to avoid er- 
ror from foreign 
matter. Dashpots 
are offset for easy 
removal and clean- 
ing. It’s the most 
popular check- 
weighting equi p- 
ment in its capac- 
ity class ... now 
in use in more than 
53 major American 


Industries. EXACT WEIGHT Scale Model 


1038. For fast, accurate ba 

and carton weighing; equippe 
* with carrying handles for easy 
portability; requires no leveling 
for uneven floors or low 
benches top’ reading’ dials 
graduated 8 ozs. over and 
underweight. Sensitive to 1 oz. 
—Capacity to 53 lbs. 


Write for complete specifica- 
tions for food processing op- 
erations. Do it today! 


THE EXACT WEIGHT SCALE CO. 
32 W. Fifth Ave. Columbus, Ohio 
There is no substitute for Exact Weight. 





When inquiring specify FEP 131... see information request blank, pgs. 12-13 


MIX A BETTER PRODUCT 
AT LESS COST TO YOU 


“LIGHTNIN” Mixers are recommended for: 


Carbonated Beverages Ny 
Tomato Product 
ga ae as) 
Jellies 

pT eTiat 

Preserves 

Lard 

rv 

Ice Cream Mix 
Milk Drinks Vegetable Oh TT 
| Tine taal Baby Foods 


lattes a 


Bakery Supplies 





With special qoottery features, “LIGHTNIN” Fy 
Mixers are especially fitted for Food Mixing. No 

pockets for bacteria—easily cleaned with hot water 4 
or steam. Sanitary sealed outboard bearing. ) 


“LIGHTNIN” patented double action Propeller Type 
mixing cuts power costs, reduces mixing time and 
entirely eliminates dead spots. Complete line in- 
cludes geared and direct drive portables, top enter- 
ing and side entering mixers for quantities from 


one to one million gallons. “LIGHTNIN” 
MIXING EQUIPMENT COMPANY, Inc. (oars ond ae 


1032 GARSON AVE. ROCHESTER, N. Y. rect drive) range 


i 
meme we eee ee eee eee ie ie ii 1/30 to 10 H.P. 


MIXING EQUIPMENT CO., INC. 
1032 Garson Ave., Rochester, N. Y. 


Please send me: 

(C) Bulletin B-65—Portable Mixer. 

[} Bulletin B-64—Top Entering Mixer. 
[] Bulletin B-66—Side Entering Mixer. 
[] Mixing Equipment Work Sheet. 
Name 
Title .. 
Company 
When inquiring specify FEP 132... see information request blank, pgs. 12-13 
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Accurately Treat Soy Bean, Corn, 
Cottonseed or Flaxseed Oil Prior 
To Centrifuging With 


| % Proportioneers, Inc. “ 


flow responsive 
<= = Treet-0-Control 


meter in oil line ac- 
tuating 


adjustable caustic 
<= = Vol-U-Meter 


to automatically 
maintain caustic - oil 
ratio regardless of 
treating rate. 





Excess caustic or lack of complete treatment in decolor- 
izing and saponifying these oils is avoided by the use of 
this new high speed, high accuracy, flow-responsive pro- 
portioneer. . 


Write for Bulletin SM121 


% PROPORTIONEERS, INC. % 


“Chemical Feeder Headquarters” 
41 CODDING ST. PROVIDENCE, R. I. 





When inquiring specify FEP133 ... see information request blank, pgs. 12-13 
dieatiteestidntetiiemiaite 


AN ALL-ELECTRIC 
ADJUSTABLE-SPEED DRIVE 
FOR A.-C. CIRCUITS 


SPEED RANGES UP TO 12 TO | 
SIZES | TO 15 HP. 


RELIANCE 


a 


DRIVE 





1. CONVENIENCE 
Without Limitations 
Place start-stop button, 
also speed adjuster any 
place that you can run 
a wire. ey’re com- 
pact, so can be grouped 
with other control ele- 
ments for the machine. 


2. HELPS SIMPLIFY 
DESIGN 


You can ges power 
closer to the point 
where wer is needed 
os & ate interme- 
diate speed - changing 
devices ... take humps 
and bulges out of your 
machine. 


3. FROM A-C SUPPLY 

You get the many ad- 
vantages of this drive 
at a new low price be- 
cause of the “packaged” 
V*S Speed Control Unit. . 115 rHEse TOO. Quick stopping, reversing, 


ook ae nee safe speeds for threading, ample starting torque 
circuit, just run three with smooth acceleration, speed setting. Get 


wires. Bulletin 309 for details. 


When inquiring specify FEP 134... see information request blank, pgs. 12-13 





Reliance Electric & Engineering Co. 


1092 IVANHOE ROAD CLEVELAND, OHIO 
Sales Offices in Principal Cities 
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Rotary Pumps with 


“Hydraulic Balance” 


Only Two Moving Parts—Equal Size 
Pumping Gears 


Uses — Will handle 
any clean liquid 
free from abrasives, 
present models up 
to 1000 G.P.M. cap- 
acities at speeds up 
to 1800 R.P.M., and 
against pressures up 
to 1000 lbs. per sq. 
in. 

Features — Perfect 
“hydraulic balance” 
is claimed by maker 
to greatly reduce 
wear of gears and 
housing, and to increase pumping efficiency. This feature 
permits removal of gears and bearings for inspection 
without disturbing piping or coupling, as gears “float” in 
operation. Equalizes internal pressure at all points and 
absorbs all shock or thrust from power end of drive shaft. 
Flanged high lead bronze bearings, available in two 
pump series, act as wear-plates while absorbing all wear 
usually placed on face and backplate. Eight different 
piping arrangements. 

Description—21 different drives and mounting are avail- 
able, ranging from ordinary foot, hub and flange mount- 
ing heads to complete bedplate units for direct motor 
drive; gear reduction; flat or V-belt drive. Various sizes 
include those from 1 to 1000 G.P.M. capacity. Pumps will 
operate in either direction. Self-lubrication is maintained 
by liquid flow through pump. Pumps include choice of 
spiral, spur or herringbone gears; conventional packing 
box, spring loaded packing box or mechanical seal; sleeve 
or roller bearings; built-in or external relief valve. Cata- 
log 939 gives selection chart with specifications. 

GEO. D. ROPER CORP., Dept. F, Rockford, Ill. 


When inquiring specify FEP 135... see information request blank, pgs. 12-13 


Automatic Rotary Bottle 


and Container Cleaner 


Cleaning Time Doubled At Normal 
Operating Speed 








Uses — Cleaner 
will handle wide 
variety of types 
and styles of 
containers, re- 
gardless of their 
construction. 
Filling openings 
may vary from 
smallest AGST 
finish to largest 
wide mouth fin- 
ish. For remov- 
ing carton lint, 
dust, dirt, and 
foreign materi- 
als which have 
accumulated 
during packing 
and shipping of new glassware and containers. 

Features—Double acting stations permit each container 
to make two complete revolutions for each single revolu- 
tion of machine, thus doubling cleaning time. Less than 
10 minutes required for most complicated change from 
one size of container to another. Design is compact. Con- 
stant motion in one direction for inverting containers, in- 
serting air cleaning tube, cleaning containers and remov- 
ing cleaning tube eliminate intermittent motions and give 
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smooth performance. Slow moving parts provide long 
life. 

Description—Unit uses compressed air blast at pressures 
of from 50 to 90 lbs. per sq. in. as cleaning medium. Pro- 
duction is variable from 40 to 150 per minute. Cleaning 
of containers is done in an inverted position and foreign 
matter blasted from inside can be collected by independ- 
ent exhaust system. Drive control permits almost instant 
selection of any predetermined operating or output speed. 


U. S. BOTTLERS MACHINERY CO., Dept. F, 4028 N. 
Rockwell St., Chicago, Ill. 


When inquiring specify FEP 136... see information request blank, pgs. 12-13 


Humidifying Nozzle 
Maintains High Humidity—Fool-Proof System 
Cannot Flood 


Uses — For maintaining 

proper humidity in such 

places as cold storage 

plants, egg and vege- 

table storage, meat 

packing plants, etc. 

Description—A group of 

these nozzles are mount- 

ed in ceiling (see cut) 

where water is main- 

tained slightly below 

nozzle level by means of 

a float controlled tank. 

The compressed air is 

controlled by a solenoid- 

operated valve which is 

actuated by a humidistat. If for any reason the air sup- 
ply is shut off, the system is fool-proof and cannot flood 
as the water will drop back to the controlled level. 


SPRAYING SYSTEMS CO., Dept. F, 4021-27 West Lake 
St., Chicago, Ill. 


When inquiring specify FEP 137 ...see information request blank, pgs. 12-13 


saaiaiecndiegntltNea Sac aes 
COz Indicator 
Flue Filter Has Replaceable Filtering Thimble 


Uses — For measur- 
ing the percentage 
CO. in the flue gases 
of boiler furnaces. 
Features—Gas sam- 
pling equipment in 
this chemical type 
indicator includes a 
primary flue filter 
with a replaceable 
filtering thimble. In- 
strument is simpler, 
faster and more 
fool-proof than ear- 
lier model for do- 
mestic use. Entire 
operation, including 
gas pumping, takes 
less than a minute. 
Operation — Flue 
gas sample of known 
volume is pumped 

to instrument by hand with rubber bulb; sample is 
trapped in the instrument automatically by pulling 
off sampling hose. Instrument is then turned upside 
down and back again to mix gas sample with ab- 
sorbing reagent, which is good for several hundred sam- 
plings before replacement is required. Suction created 
due to complete absorption of the CO: pulls the absorb- 
ing fluid up an amount equal to the CO: absorbed. Con- 
sequently, its level shows the percentage of CO: in the 
gas. 

BACHRACH INDUSTRIAL INSTRUMENT CO., Dept. 
F, 7000 Bennett St., Pittsburgh, Pa. 


When inquiring specify FEP 138... see information request blank, pgs. 12-13 
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INSTRUMENTS OF CONTROL 


FOOD EQUIPMENT PREVIEW 





New developments in control instruments 
for Production .. for Laboratory 





Steam Flow Meter 


Self-Contained Unit Measures Steam Before 
It Is Used 


Uses— For accurate 
determination and 
measurement of 
steam used by each 
cooker in food 
manufacturing, so 
that proper steam 
costs may be allo- 
cated. 

Features — Simple 
unit measures steam 
before it is used. It 
is operated entirely 
by steam, requiring 
no clocks, electricity 
or mercury. Accur- 
ate over entire nor- 
mal and 100% over- 
load range. “Coun- 
ter” reads directly 
in pounds of steam; 
calibration easily checked. Anyone who can install valve 
in steam line can install this meter. Maker states that 
steam savings from 7 to 15% are common. Eliminates 
“unaccounted for’ steam losses. 

Operation—aAll or part of steam entering line casting is 
diverted to pass through nozzle into rotor chamber of 
meter. Nozzle directs steam tangentially against the rotor 
having a series of short axial blades. When only portion 
of steam enters rotor chamber through nozzle, balance 
passes through groove in by-pass plate and joins steam 
coming from rotor chamber at point where steam re- 
enters line casting and passes back into line. 
Description—Compact unit, entirely self-contained, re- 
quires maintenance about every three years. Capacity 
of unit can be changed by inserting a thicker or thinner 
by-pass plate between meter body and line casting. Rotor 
chamber, damping chamber and counter box, with all 
moving parts of meter, are removable as a unit from line 
casting. All working parts are protected against damage 
by water and foreign matter in steam. Bulletin No. 310 
contains complete details. 


BUILDERS IRON FOUNDRY, Dept. F, Providence, Rhode 
Island. 


When inquiring specify FEP139.. . 


Electron-Ray pH Meter 


Sensitive to .005 pH—Has Glass Electrodes 


Uses — Instrument 
provides high de- 
gree of accuracy 
for determination 
of pH values as 
well as oxidation- 
reduction poten- 
tials without ap- 
plying conversion 
factor. Used in 
such industries as 
paper, brewing, 
ceramics, baking, 
food preserving, dyeing, sugar manufacture, tanning, 
textiles, water purification, etc. 

Features—Overall accuracy of .02 pH with values from 1 
to 9 pH. Fine adjustment dial, sensitive to .005 pH. Read- 


see information request blank, pgs. 12-13 














ings are reproducible to .01 pH. All electric operation, 
unit is self-contained, portable and practically immune 
to damage from mis-manipulation. 

Description—Instrument incorporates in place of the con- 
ventional null-point indicator an electron-ray tube. The 
glass electrode permits universal application. Unit is 
scaled in both pH and millivolts. Operates from any 110- 
125 volt supply line, A-C. model. Battery model is also 
available. Unit complete in case is 84%” by 10” by 17%”, 
and weighs 25 lbs. Bulletin 910E gives complete details. 


CAMBRIDGE INSTRUMENT CO., INC., Dept. F, 3732 
Grand Central Terminal, New York, N. Y. 


When inquiring specify FEP 140... see information request blank, pgs. 12-13 
—aeol 


Mechanical Ring- 
Balance Flowmeter 


Gives Full Scale Readings on Differentials as Low 
as 3” of Water 


Uses—For measur- 
ing flow of steam, 
water, gas, air, etc., 
at static pressures 
up to 1000 lb. per 
sq. in. 

Features — Oversize 
ring - balance pro- 
vides high operat- 
ing power. Range 
easily changed by 
altering the calib- 
rating weight. Sim- 
ple design with all 
parts readily acces- 
sible makes’ easy 
maintenance. Com- 
pletely enclosed in 
rugged case for pro- 
tection in exposed 
locations. Unit has 
evenly divided flow chart, direct reading. 
Operation—When flow occurs through orifice, differen- 
tial pressure is produced. High-pressure is transmitted to 
one side of partition of ring-balance and low-pressure to 
the other side. Difference in pressure across partition 
causes ring to tilt clockwise until differential pressure is 
balanced by movement of calibrating weight. As ring 
tilts, it carries pen shaft and pen with it by means of cam 
system. Cams give pen arm accelerated motion near 
zero and slower motion near maximum resulting in 
evenly divided flow chart instead of common “square 
root” chart. 

Description—Assembly is furnished in any combination 
of indicator, recorder and cyclometer type agitator. The 
meter consists of a hollow steel ring which is centered on 
especially developed, sealed, ball bearings so that it can 
tilt freely about its horizontal axis. Hollow ring is parti- 
tioned at top to form U-tube, bottom section of which is 
filled with sealing fluid (oil or mercury). Chambers on 
either side of partition above sealing fluid connected by 
flexible tubing to small pipe connections leading to either 





_ side of orifice or flow nozzle located in pipe which carries 





fluid to be measured. Integrator is intermittent type, 
integrating flow four times per minute. Design elimin- 
ates friction drives, clutches, ratchets, etc. Integrator 
has six figure cyclometer type dial. Bulletin No. 110 gives 
complete details. 

REPUBLIC FLOW METERS CO., Dept. F, 2240 Diversey 


Parkway, Chicago, Ill. 


When inquiring specify FEP 141... see information request blank, pgs. 12-13 
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MERCURY-ACTUATED 
INSTRUMENTS 


Dial 
Thermometer 


A mercury-actuated Dial Thermom- 
eter has now been designed that is 
the last word in accuracy and 
quick-reading. It is designed to 
give many years of satisfactory 
service. Stainless-steel flexible tub- 
ing connection and bulb are stand- 
ard, at no extra cost. All standard 


ranges: —40 to 1000°F. (550°C). 
Write for Bulletin #1500. 


Recording 
Thermometer 


After proving its superiority in 
many tests, this mercury-actuated 
Recording Thermometer is guar- 
anteed to be extremely accurate 
and sensitive and to give many 
years of service. Stainless-steel 
flexible tubing connection and 
bulb are standard, without extra 
cost. All ranges: —40 to 1000°F. 
(550°C.) Has many exclusive 
features. Write for Bulletin 
#1300. 





THE PALMER CO. Mfgrs. 


Thermometers: Recording, Industrial, Laboratory and Dial. 
2519 Norwood Ave., Cincinnati, Norwood, O. 


Can. Plant: King & Jeorge Sts., Toronto. 





When inquiring specify FEP 142... see information request blank, pgs. 12-13 





~— Ghoser 
RECORDING 


At Less Cost per Year?! 


You'll get day-in, day-out maintenance will cut your costs 
temperature records that are for temperature records to a new 
accurate to a finer degree annual minimum. Users report 
than your eyes can read, when that these instruments still run 
you put Foxboro Temperature the scale perfectly after 15 or 
Recorders on the job. more years of use. 

Quick response prevents pen- Write for detailed Bulletin 
lag errors . . . fatigue-free 198-2. The Foxboro Company, 
construction assures permanent 174 Neponset Ave., Foxboro, 
accuracy. And their years of Mass., U. S. A. Branches in 25 
faithful service with only routine principal cities. 


FOXBORO 


Reg. U. S. Pat. Off. 


TEMPERATURE 
RECORDERS 





When inquiring specify FEP 143... see information request blank, pgs. 12-13 
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THE BIN-DICATOR 


A DIAPHRAGM OPERATED SWITCH 


for bin level indication or the automatic control of 





conveying and elevating machinery in response to 
the fluctuating level of materials in bins, tanks, or 


hoppers. 


WILL OPERATE ON 
ANY BULK MATER- 
IAL THAT FLOWS... 
flour, grain, sugar, break- 
fast foods, coffee, coal, etc., 
and on liquids or semi- 


Below :Construction diagram. 
Bin-Dicator is simple, rugged, 
needs no oiling or adjustment. 














liquids. 


FULLY GUARANTEED! 


WRITE TODAY for literature. 
If you wish, mention your 
specific problem and get 
specific installation data. 


BIN-DICATOR 


COMPANY 
14617 Jefferson e¢ Detrolt 





The Eyes of the Bin 


When inquiring specify FEP 144... see information request blank, pgs. 12-13 







pH pays dividends and 


tests with this FULL 
RANGE Tester are easy 
to make . . . guarantee- 


ing extra quality of prod- 





A Glass Electrode 
Tester for $ 8450 


uct and elimination of 
spoilage! 





Among the Users! 


Dubuque Star Brewing Co. 


Kelvinator (Nash) Rath Packing Co. 


Ask for Heekin Can Co. Minn. Valley Canning Co. 
Bulletin Canada Dry Ginger Ale Borcherdt Malt Extr. Co. 
12F tee of David Cold Strietmann Biscuit Co. 


Storage Kolar Laboratories, Inc. 


WILKENS-ANDERSON CoO. 


111 N. CANAL ST. CHICAGO 


When inquiring specify FEP 145 ... see information request blank, pgs. 12-13 
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Control Instruments (Con.) 


Time-Cycle Controller 


New Type Air Valve Uses 9912% of Air Passed 
Through It 
Uses — For precise jy 
timing of sequence 
and duration of op- 
erations involving 
temperature, pres- 
sure, humidity, etc. 
Adaptable for all- 
electric, all-pneumat- 
ic or combinations of 
both. 
Features Adjust- 
able pins on revolv- 
ing drum gives ex- 
treme flexibility. Air 
valve can be turned 
on or off within % of 
1% of total cycle by 
means of this ex- 
treme adjustability. New type, low-leak air valve utilizes 
9914% of air passed through it. Large capacity of valve 
assures faster operation of external pneumatic equip- 
ment without use of auxiliary pilot valves, and lowers 
installation cost because of simplified piping. 
Description—Cam cutting is eliminated with actuating 
pins easily and precisely adjusted in circumferential un- 
dercut grooves on one-piece drum locked in place with 
screw. Latch-trip solenoid operated mechanism starts 
process instantaneously. This actuates one or more snap 
operators to start timer motor, which is of high torque, 
fan-cooled synchronous type. Instrument has varying 
drum speed rotation for variation in processing time. 
Drum is directly run by spur gear train, and has 78 drum 
speeds with each gear train ratio. Air valve plunger is 
so designed that air supply port cannot at any time com- 
municate with exhaust port, thus giving rapid and full 
air pressure application and release. Dirt particles are 
sheared off by close fit of piston, then exhausted from 
systern, making valve almost self-cleaning. 
TAYLOR INSTRUMENT COMPANIES, Dept. F, Roches- 
ter, N. Y. 
When inquiring specify FEP 146... 


see information request blank, pgs. 12-13 
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Stereoscopic Microscope 
Extra Large Object Field, Critical Sharpness 


Uses — For inspec- 
tion of raw mate- 
rials, work in proc- 
ess, and_ finished 
products; in manu- 
facture of textiles, 
metal products, pe- 
troleum, chemicals, 
ceramics and_ in 
food industries such 
as canning, dairy, 


drugs, cereals, etc. 
Many laboratory 
applications in all 


types of research. 

Features — Vivid 
stereoscopic image 
eases eye strain. In- 
strument has great 
depth of focus, an 
exceptionally large 
object field, and a 
high degree of reso- 
lution of fine de- 
tail giving critical 
sharpness to image. 
Can focus on large 
or small specimens with quick changes in 





magnification, 





| 
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Objective lenses are held in dust-proof revolving objec- 
tive holder. Base with mirror provides for work requir- 
ing transmitted light. 

Description—Instruments are offered in four mechanical 
arrangements to cover wide range of uses. Magnifications 
range from 6.3X to 144X%. Seven different powers in 
paired objectives and four different powers in paired 
eyepieces provide total of 28 different magnifications. 
Angle between axes of two elements of paired objectives 
is 12 degrees. In prism boxes, each line of light is bent 
2 degrees toward center so that convergence at eyepieces 
is only 8 degrees —this dual convergence maintaining 
steroescopic effect yet making it possible to work long 
periods without eyestrain. Catalog M86 gives complete 
specifications plus suggestions for proper selection of in- 
strument and uses for various types of work. 


SPENCER LENS CO., Dept. F, 19 Doat St., Buffalo, N. Y. 


When inquiring specify FEP 147 ... sce information request blank, pgs. 12-13 


O 
Automatic Juice 


Measurement System 
Easily Installed on Present Tank Systems 


Uses—Provides a daily record of raw juice flow, accu- 
rate with 4/10 of 1%, regardless of specific gravity. 
Operation — System does not actually weigh juice, in 
pounds. It measures, controls and records the head of 
juice in a calibrated tank. That is, it directs the flow from 
grinder to one measured tank after another, automatical- 
ly filling them to a calibrated level, and then emptying 
them, meanwhile making a chart record of each filling- 
emptying cycle. As weight of standard tankful has pre- 
viously been determined, no record-keeping is involved 
except, at the end of day’s operations, to multiply this 
known weight by number of tankfuls shown on chart. 
Features—Easily installed on present tanks, new system 
operates without manual adjustment or supervision. It 
will operate as fast as juice flows. Any number of tanks 
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can be used, filling and dumping in rotation. System is 
claimed to cost less than standard juice-weighing equip- 
ment. Charts are filed for permanent record. 
Description—If there are several grinders in the mill, a 
separate system is required for each grinder and its de- 
pendent tanks. Before grinding begins each day a new 
chart is put in place. System uses the simple, air-flow or 
“bubble pipe” principle of measurement. A _ constant 
stream of air, delivered at constant pressure to an open- 
end pipe immersed in the juice, meets an increasing 
back-pressure as the juice level rises, until, at the prede- 
termined level the back-pressure causes control-action 
and operation of controlled valves. Recorder case is of 
die-cast aluminum; door has strong, sag-proof hinges 
and double-fulerum type hasp to insure tight closure 
against dust or atmospheric moisture. 

FOXBORO COMPANY, Dept. F, Foxboro, Mass. 


When inquiring specify FEP148 ... see information request blank, pgs. 12-13 
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Camera-Size Recorders 
Light Weight — Portable 


Uses—Instruments provide accurate chart records cover- 
ing temperature, pressure, humidity and operating condi- 
tions of refrigeration, heating, cooling and air condi- 
tioning. 

These four pocket-size units measure 5” x 6” x 2%” each. 
Any errors resulting from rough handling can be easily 
corrected by simple screw adjustment. Fully adjustable 
clock movement rotates charts for 24 hour record. Pen 
arm has friction hinge permitting convenient chart 
changes. Case is cast aluminum. Hinged door forms 
front of instrument and is dust-tight when closed. Each 
instrument packed with 50 charts, bottle of ink and 
dropper. Carrying case available. Shown in cuts are 
the recording thermometer and the recording gauge. 
Thermometer—Bi-metallic spiral reacts to temperature 
changes and operates pen on rotat- 
ing chart. Temperature ranges 
are in 6 classifications from minus 
20 deg. to plus 25 deg. F. with 1 
deg. divisions to plus 20 deg. to 
110 deg. F. with 2 deg. divisions. 
Recording Gauge — Records pres- 
sure variations or, in case of the 
compound gauges, pressure and 
vacuum. Measuring element is 
bourdon tube. Made with 4” 
I.P.S. male lower connection. Pres- 
sure ranges are in six classifica- 
tions from 0-15 lbs. with % lb. 
divisions to 0-300 lb. with 5 lb. 
divisions. 

Cycle Recorder—Records alternate 
“On” and “Off” periods. Designed 
for direct connection across power 
line. Pen-~is actuated by power 
magnet for positive operation. 
Fitted with 5 ft. insulated, mois- 
ture-proof cord. Instrument is 
installed between motor and thermostat or switch at any 
point where parallel connections can be made. 

Humidity Recorder—Will record accurately to approxi- 
mately 2% plus or minus between ranges of 20 to 85% 
relative humidity. For use on temperatures between 
freezing and 125 deg. F. Total chart range 0 to 100%. 
Has rapid response to humidity changes. 

JAS. P. MARSH CORP., Dept. F, 2073 Southport Ave., 


Chicago, Ill. 
When inquiring specify FEP 149... see information request blank, pgs. 12-13 








Carbonation Controller 


Gives Uniform Gas Volume Regardless of 
Water Temperature Changes 


Uses— Designed 
especially for 
bottlers of car- 
bonated bever- 
ages. 

Features—Con- 
troller main- 
tains gas pres- 
sure of carbo- 
nator within 
close limits and 
automatically 
increases or de- 
creases this 
pressure with 
changes in wa- 
ter temperature 
so as to main- 
tain constant 
gas volume in 
outlet water to 
filler. Unit is 
easily installed. 
Performance—Units under test for more than a year have 
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produced bottled drinks of uniform gas volume under 
water conditions varying from 33 deg. F to 64 deg. F. No 
change of control setting was required. Two of testing 
plants reported a reduction in gas consumption of 8 to 10 
per cent. 

Description—Unit is simple and foolproof. All piping 
necessary to make complete installation is furnished with 
each unit so that it is ready for assembly when received. 
Installation and operating instructions are supplied. Set- 
ting instrument for various gas volumes is done by turn- 
ing knob on case front, setting indicated on dial. When 
plants bottle one product only, it is unnecessary to alter 
control setting once the proper gas volume has been ob- 
tained. When bottling more than one product, a setting 
for desired carbonation is developed for each product. 


MANNING, MAXWELL & MOORE, INC., Dept. F, 
Bridgeport, Conn. 
When inquiring specify FEP 150 ... see information request blank, pgs. 12-13 
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Dial Thermometer 
Mercury Actuated 


Features — Fully compen- 
sated case and is not af- 
fected by ambient temper- 
atures. Large dial for easy 
reading at a distance. Ex- 
tremely sensitive, mer- 
cury - filled bulb responds 
instantly to temperature 
changes. Moisture and 
dust-proof case. 
Description—Has stainless 
steel capillary (mercury 
filled) and stainless steel 
flexible spiral armor with 
stainless steel bulb (mer- 
cury filled) as standard 
equipment. All parts are 
rust-proof. Dial size is 8”, 
for wall or flush mounting. Dial is non-reflecting white 
finish with large black figures. Minor adjustments of 
indicator can be made without taking thermometer apart. 
All standard ranges are furnished from minus 40 to 
1000 deg. F., (or Centigrade equivalent). Has atomic 
hydrogen welded joints throughout entire system. 


THE PALMER CO., Dept. F, 2501 Norwood Ave., Cin- 
cinnati, Ohio. 
When inquiring specify FEP 151 ... see information request blank, pgs. 12-13 
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PhotoelectricColorimeter 


No Outside Accessories Required for Operation 
Uses—By selection of suitable filters, may be used for 
wide range of colorimetric determinations such as 
clinical analysis, steel and paint pigment analysis, boiler 
feed water O, tests, etc.; in research laboratories for 
carotene and other plant pigment determinations, 
Features—Main potentiometer dial is equipped with 
vernier thus making possible accurate readings to within 
1/10 of 1%. Light source standardized by actually 
measuring intensity of illumination, automatically com- 
pensating for light bulb deterioration, change in filament 
characteristics, error caused by oxide film on light bulb, 
etc. 

Description—The assembly is contained in case 11% by 
12%4 by 7 inches, with hinged cover in place. Galvano- 
meter and power source are within the case. If desired, 
user can use his own outside 6-volt storage battery by 
means of convenient connection. All controls and instru- 
ments are mounted integral with instrument panel, and 
panel is easily removable for inspection or for replacing 
internal battery. Colorimeter is equipped with filter 
holder that takes the standard 2” filter. Standard 100 cc. 
Nestler tube is used. Micro readings made by use of 
micro adaptor which is inserted in cell holder of 
instrument. 

PHO-TRON INSTRUMENT CO., Dept. F, P.O. Box 5751, 
Cleveland, Ohio. 

When inquiring specify FEP 1652... see information request blank, pgs. 12-13 

















Bradley Washfountain of Stainless Steel 


Group Type Wash Fixtures 
Save Space and Time 
8 to 10 Wash Simultaneously 


One group type wash fixture, like the Bradley Washfountain 
shown above, takes the place of 8 to 10 single-person wash 
basins. They are used by such companies as Campbell Soup, 
Coca-Cola, Kraft-Phenix, Quaker Oats, Swift, Calumet Baking 
Powder, Franklin Baker, H. J. Heinz Co., Snider Packing Co., 
Wilson Co. ... Bradleys provide more facilities in less space— 
save time and reduce water consumption by 70 per cent. In- 
stallations are easily made in new or existing buildings, with 
only three piping connections needed for each group-type 
Washfountain. To aid in washroom layout a “Plan Book” is 


offered by BRADLEY WASHFOUNTAIN CO., 2267 W. Michi- 


gan St., Milwaukee, Wis. BRAD LEY 
WASHFOUNTAINS 


When inquiring specify FEP 1653 ... see information request blank, pgs. 12-13 
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asy Way 
to end 
“DRY AIR” 


Complaints 


F YOU have complaints during 

the winter heating season about 
drying out of materials held in 
storage . . . shrinkage and warp- 
ing of wood .. . loss of weight of 
hygroscopic material . . . or trou- 
ble with brittleness in box board 
or paper, then it would be a good 
idea for you to know about Arm- 
strong Steam Type Humidifiers. 
We will be glad to send you com- 
plete information. ARMSTRONG 
MACHINE WORKS, 881 Maple St., 
Three Rivers, Mich. 





& 


TYPE CK-2. List price 
$100.00, complete with Friez 
Humidistat, solenoid control 
valve, fan, strainer, and con- 
densate drainage trap. 

for Bulletin. 


i 


ARMSTRONG 


STEAM T-Y P& 


HUMIDIFIERS 


When inquiring specify FEP 164... see information request blank, pgs. 12-13 
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ELIMINATE WASTE 
SPEED UP PRODUCTION 
AND SAVE MONEY 


In Filtering 
Syrups, Fruit 
Juices, Vinegar, 
Soft Drinks and 
Deep-Frying 
Fats. 


The New Spark- 
ler Filter for 
food manufac- 
turers eliminates 
waste and saves 
money. It safe- 
uards the qual- 
ty of your pro- 
ducts, and makes 
even daily filter- 
ing practical. 





Sparkler gives you greater speed—50 gallon batch in 10 
to 12 minutes; better quality—clarifies and removes all 
suspended matter; cleaner operation—filter plates en- 
closed, no leaking to outside; easy cleaning of equip- 
ment—in 10 minutes; greater economy—costs only 12% 
to 18¢ to Tilter 50 gallons. Portable, mounted on rubber 
casters. Compact, requires little floor space. Plugs into 
light socket, ready for use. Sparkler filters are available 
in all-stainless steel for fruit juices; in all-iron for deep- 
frying fats; and in all-bronze for syrups. 


WRITE FOR COMPLETE DETAILS 


SPARKLER Manufacturing Company 


1217 Webster Avenue, Chicago, Iilinols 


SPARKLER Horizontal-Plate FILTERS 


see information request blank, pgs. 12-13 
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THE HIGH EFFICIENCY CYCLONE DUST COL- 
LECTOR (at right) has an actual collecting efficiency 
that is within a small percentage of results obtained 
with filter type collectors, and is the same as obtained 
in the average wet collector. Write for Circular No. 32. 


(below) is designed for 


THE WET DISPOSAL UNIT 
the collected dust 


wetting 
discharged from cloth filter 
type or other dry types of 
dust collectors. Write for 
Circular No. 52. 


THE ASSEMBLED TYPE “DUSTUBE” DUST COL- 
LECTOR (at left) is equipped with bin hopper and 
nage a oer. Has = = baple design 

ng efficiency as the tar a 
models. Write for Cireular No. 42. - renee 





FOUNDRY EQUIPMENT CO. 
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“American 


When inquiring specify FEP 166... see information request blank, pgs. 12-13 
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FOOD EQUIPMENT PREVIEW 


Control Instruments (Con. ) 


Metering System Treats 
Oil Before Centrifuging 


Saves Time and Space By Treating Oil 
In Circulation 


Uses — Proportional 
metering system is 
for automatic treat- 
ment (decolorizing 
and _ saponification) 
of soy bean, corn, 
cottonseed and flax- 
seed oils prior to 
centrifuging in food 
product oil process- 
ing. 

Features — Over- 
comes difficulties 
due to excess caus- 
tic or lack of com- 
plete treatment. 
Maintains uniform 
conditions in centri- 
fuge bowl. Has flex- 
ibility where bank 
of centrifuges are 
arranged to accommodate variations in chemical require- 
ments. High frequency is achieved with use of wear re- 
sistant materials (Illium and Stellite) with result that 
chemical meter can operate from 90 to 120 RPM when oil 
flow through master meter is 10 GPM. High speed, high 
accuracy. 

Description—“Treet-O-Control”’ system consists of a flow 
responsive master meter in line carrying oil to be treated, 
and a secondary adjustable displacement meter in line 
carrying the treating chemical. These are linked together 
by control lines. Combination of these two units can be 
operated at any rate between maximum and minimum, 
depending upon number of centrifuges in operation at 
any given time. Operator can control entire system with 
a single valve which regulates rate at which oil flows 
through the master meter. Secondary chemical meter 
then follows this first unit, revolution for revolution. 
Caustic-oil ratio is adjusted by displacement adjustment 
on chemical meter. ‘“Treet-O-Control” meter measures 
rate of flow of main fluid through supply line. This meter 
is mounted above and reciprocated by the main line 
meter. Flow diagrams and descriptive bulletin available. 


%PROPORTIONEERS, INC.%, Dept. F, Codding St., 
Providence, Rhode Island. 


When inquiring specify FEP 167... 
0 


Pipe Line Flow Meter 


Measures Fluids Which Can’t Be Handled by 
Orifice Type Meters 





see information request blank, pgs. 12-13 


Uses — For measure- 
ment of fluids having 
characteristics of vis- 
cosity, corrosiveness 
and_ solubility such 
as fuel oils (light 
and heavy grades), 
ammonia, hot tar, 
etc., which are be- 
yond the scope of the 
usual orifice type flow 
meter. 

Features—Flow is directly through meter body; has no 
mercury-sealed U-tubes or diaphragms; graduated in- 
dicator and chart scales; negligible pressure loss; easy 
method of changing capacity range; wide range of avail- 
able capacity ranges; unaffected by adjacent valves and 
fittings (no straight run of pipe is required); high ac- 





| 
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curacy at both low and high percentage scale readings. 
Description—Meter is of area type, with meter body in- 
stalled as integral part of pipe line, and containing a 
weighted disk positioned by fluid velocity through taper- 
ed throat section in such a manner that disk travel is di- 
rectly proportional to flow rate. Attached to weighted 
disk is a rod and iron core, the latter traversing the field 
of two reactance coils surrounding pressure-tight tube of 
meter body. These coils form reactance bridge when con- 
nected electrically to similar coils in the indicating, re- 
cording and integrating instrument and form means of 
transmitting measurement to any desired distance from 
meter body. Measurement is accomplished in recording 
instrument using the galvanometer null principle. 
Meter is made in different combinations of indicating, 
recording and integrating features to suit particular con- 
ditions, and may be equipped with pressure and tem- 
perature elements to record on same chart with flow. 
Styles are available for wall, column or flush panel 
mounting. Publication 2100 gives complete details. 


COCHRANE CORP., Dept. F, 17th St. & Allegheny Ave., 
Philadelphia, Pa. 


When inquiring specify FEP 158... 
Gieasihan 


Simplified Flow Meter 


Not Damaged by Overloads or Reverse Flows 


see information request blank, pgs. 12-13 


Uses—For accurate metering of 
steam, water, air or gas. 
Features—All charts and count- 
ers show flow directly and no 
factors need be applied for read- 
ings. Accuracy designed for 
severe operating conditions; can- 
not be damaged by overloads or 
reverse flows. 
Operation—Operates on a free- 
floating moving container prin- 
ciple. Meter works in conjunc- 
tion with an orifice plate in the 
pipe line and records flow on 
large, evenly divided charts. In- 
ternal moving parts comprise a 
magnet attached to a mercury 
container suspended from a 
spring. A fixed, internally shaped 
bell surrounds lower portion of 
magnet and forms a seal with 
the mercury in the container 
beneath it. Movement of container is directly propor- 
tional to flow through orifice, and follower magnets in 
external recording mechanism transmit the movement to 
gravity-held pen arm which records on chart. 
Description—Meter is offered in four types: recording 
only, recording and integrating, indicating and recording 
and indication, recording and integrating. Also, an 
auxiliary pressure recorder can be fitted to any model 
working pressure on same chart as flow. Chart and 
integrator mechanism driven by synchronous A-C. clock 
motor. Complete construction details shown in Bulletin 
No. 35-83. 

AMERICAN DISTRICT STEAM CO., Dept. F, North 
Tonawanda, N. Y. 


When inquiring specify FEP 159... see information request blank, pgs. 12-13 


O 


Liquid Level Control 


12-page booklet contains full descriptions and illustra- 
tions of liquid level controls for boiler water level regu- 
lation; tank, vat and sump control units, for high pres- 
sure, high temperature applications; and a line of con- 
trols for handling common refrigerants used in refrig- 
eration and air-conditioning systems. One section con- 
tains drawing showing refrigeration installations of vari- 
ous types. Numerous photos, tables and drawings com- 
plete this catalog. Booklet No. 640-M is available on re- 
quest. 


FRED H. SCHAUB ENGINEERING CO., Dept. F, 325 West Huron 
St., Chicago, lll. 


When inquiring specify FEP 160... see information request blank, pgs. 12-13 
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Dust & Moisture Proof 


Interval Timer 


Non-Clouding, Unbreakable Window Gives 
Tight Enclosure 


Uses—Designed pri- 
marily for control of 
equipment which 
can be automatical- 
ly timed. Timer has 
applications on var- 
ious types of mix- 
ers, such as dough 
mixers, tumbling 
barrels, etc., par- 
ticularly where ex- 
cessive moisture or 
dust conditions pre- 
vail. 

Features — Three- 
inch diametcr dials 
provide good vision 
and accurate setting. 
Non - clouding, un- 
breakable window is recessed and gasketed to provide 
dust tight and splash-proof enclosure. Has external set- 
ting knob. 

Description—Model D timers are available in 12 scales, 
ranging from one revolution in 15 seconds to one revolu- 
tion in 24 hours. Cast aluminum housing is provided with 
two %” threaded conduit openings. Cover is screw fas- 
tened, made of 54” black Bakelite, and sealed with rubber 
gasket. Slight inward pressure on setting knob assembly 
engages clutch for setting timer. When released, spring 
and gasket prevent entrance of moisture around control 
shaft. Front view bull’s eye light signals can be supplied 
at small cost. 

R. W. CRAMER, INC., Dept. F, Centerbrook, Conn. 


see information request blank, pgs. 12-13 





When inquiring specify FEP 161... 


Small-Spot Photometer 


Measures Low Light Values on Areas Down to 
1/32” Diameter 


Uses — This highly 
sensitive photoelec- 
tric light meter with 
electronic amplifi- 
cation is used for 
measuring low light 
on small areas; for 
measuring fluores- 
cence, luminescence, 
weak ultra-violet 
radiation, Tyndall 
light, or any other 
application involv- 
ing extremely low 
light values; can 
also serve as light 
sensitive part of 
such instruments as 
colorimeters, densit- 
ometers, spectro- 





photometers, etc. 

Features—Gives response to light values far below range 
of usual photometers. High-grain amplification makes 
possible use of rugged microammeter as indicating in- 
strument. Maker states the sensitivity of instrument is 
about 1000 times higher than one of conventivunal photo- 
meter using a barrier-layer cell directly connected to the 
same microammeter. Light measurable on areas down to 
1/32” diameter. Unit is portable. 

Description—Unit operates on A-C or D-C, and is fully 
balanced for line voltage variations without use of bat- 
teries or voltage stabilizers for power supply. Unit con- 
sists of instrument proper and the search unit. Latter 








FOOD EQUIPMENT PREVIEW 


houses phototube and is provided with turnable disc hav- 
ing various openings which are used to obtain four sensi- 
tivity ranges in the ratio of 1, 10, 100, and 1000. Two 
models of search units are available. One unit for inci- 
dent light has shape of round, flat box; the other, for 
transparent light, is of tubular shape with pointed light 
intake. 100 division scale of indicating instrument is 
3%” long. At highest sensitivity range, light from 50 
candle-power lamp at distance of 100 feet, produces a 
deflection of 10 divisions. Each division thus repre- 
sents 0.0005 ft.-cdl. Technical bulletin available. 


PHOTOVOLT CORP., Dept. F, 10 East 40th St., New 

York, N. Y. 

When inquiring specify FEP 162... 
ee 


Instruments an? Time Switches 


Four-page folder contains descriptive material and photos 
on nine types of instruments and time switches including 
portable test instruments, inkless recorders, strip-chart 
recorders, round-chart recorders, time meters, and vari- 
ous types of time switches. Prices are included with the 
descriptions. Bulletin GEA-2753 is available on request. 
GENERAL ELECTRIC CO., Dept. F, Schenectady, N. Y. 

When inquiring specify FEP 163... 


see information request blank, pgs. 12-13 


see information request blank, pgs. 12-13 


Oo. 


Thermometers and Pressure Gauges 
Eight-page, two-color catalog covers complete line of 
circular case thermometers and pressure gauges, indi- 
cators, recorders and controllers — as well as self con- 
tained and portable models. Operating principle is de- 
scribed in detail as are seventeen constructional features. 
Catalog No. 6705 is available. 


BROWN INSTRUMENT CO., Dept. F, Wayne & Roberts Aves., 
Philadelphia, Pa. 
When inquiring specify FEP 164... see information request blank, pgs. 12-13 


SE 


Industrial Water Still 


Automatic Operation; Runs Continuously 


Uses—For production of 
pure distilled water from 
any raw water supply, no 
matter how polluted; distil- 
late suitable for use in food 
and beverage processing. 

Features—Still is automatic 
in operation and will run 
continuously. It has a built- 
in heat exchange for con- 
trolling temperature of dis- 
tillate. Unit is easy to clean 
—evaporator inspection 
plate, flush and bleed ar- 
rangement for keeping evap- 
orator clean. Does not re- 
quire a _ trained operator. 
Still will maintain rated ca- 
pacity with infrequent clean- 
ing, and will produce dis- 
tilled water which is physi- 
cally, chemically and bac- 





teriologically pure. 

Performance—Maker states that if steam is available on 
the premises, a steam heated still will produce distilled 
water at a cost of less than 1¢ per gallon, figuring all ele- 
ments of expense such as depreciation and maintenance. 
Description—Still consists of an evaporator, which may 
be heated by steam, gas or liquid fuels; condensate cham- 
ber and built-in heating exchange. Level of raw water 
is maintained automatically in evaporator for best dis- 
tillation. No solids or gases are entrained with vapors 
forming distillate as they are held back by tall dome and 
multiple baffle. Built-in exchange pre-heats the raw 
water before it enters the evaporator and permits regula- 
tion of distilled water temperature as it flows from still. 
PRECISION SCIENTIFIC CO., Dept. F, 1750 N. Spring- 
field Ave., Chicago, Tl. 


When inquiring specify FEP 166... see information request blank, pgs. 12-13 








SERVICE 
Eastern Factory: 
United Steel Corporated, Ltd., 8. 
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CHECK 





Check These Steelwave 
Points Against 
Your Present Skid 


STEELWAVES Are... 


@ LIGHTER THAN 
WwOoD 

@ STRONGER THAN 
A WOOD SKID OF 
EQUAL CAPACITY 

@ CAN'T WARP OR 
BUCKLE 

@ PERMANENTLY 

SPLINTER-FREE 


When inquiring specify FEP 166... 






CASTER & TRUCK CO., 
440 Somerville 2 


Page 13 





and Double Check this 
NEW SERVICE 
SKID 


The SteelWave 


Lighter, stronger, safer . . . with 
less deflection under full load — 
than a wood skid of equal capacity. 
Atmospheric conditions can’t cause 
Steelwave to swell, shrink, warp or 
buckle. It won't splinter from age, 
jamming, loading or impact. Round- 
ed corners prevent injury to truck- 
ers, other equipment and passing 
loads. Note, too, how corrugations 
are streamlined to prevent accumu- 
lation of loose dust and make even 
haphazard cleaning effective. Write 
for details. 


Ask for FREE Plant Survey. 
515 a eens Ave., Albion, Mich. 
Somerv Nile, Boston Mass. Torente, Canada: 
& T. Co. Division. 





see informatix request blank, pgs. 12-13 
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USE SAFE, DEPENDABLE. LOW-COST 
ae 


MATERIALS 


METHODS 


RU a Rae UU 





Thousands of plants have discovered that the best, 
easiest and most certain way today to safeguard 
product quality... to maintain high sanitary stand- 
ards consistently... is to use Oakite cleaning 
materials and methods. 


SAVE MONEY... STEP-UP EFFICIENCY 
GET FREE BOOKLETS! 


Send for FREE booklets, filled with concise data on 
successful Oakite methods for saving money and in- 
creasing efficiency of sanitation procedures in your 
industry. No obligation ... won't you write today? 


OAKITE PRODUCTS, INC. 27A Thames St., New York, N.Y. 
Representatives in All Principal Cities of the U.S. and Canada 


OAKITE (eetificd CLEANING 


When inquiring specify FEP167.. 





. see information request blank, pgs. 12-13 
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7 Let DRACCO / 
/ DUST CONTROL / 





It isn’t necessary to tolerate Dust when you consider that 
it can be economically controlled in ANY quantity. In 
many Plants one or a few machines create Dust that 
spreads everywhere. DRACCO Unit Filters will soive this 
problem at a cost as low as $195.00 per unit. DRACCO 
Dust Control handles Dust from an individual machine to 

an entire plant. Remember—that Dust in any quantity 
ALWAYS costs money and that DRACCO Dust Control 
ALWAYS saves money. 


Taz 


ery 
Bulletin 





Write for Bulletin No. 302 
DRACCO CORPORATION 


Successors to The Dust Recovering & Conveying Co. 


4035 East 116th Street, Cleveland, Ohio New York Office: 130 West 42nd Street 


|| PREUMATIC CONVEYORS ® DUST COLLECTORS Ij 


see information request blank, pgs. 12-13 


When inquiring specify FEP 168... 


Ready-To-Run Blower 
High Rotative Speed — Low Outlet Velocity. 


Uses — These cen- 
trifugal blowers are 
for general ventilat- 
ing air conditioning 
and fume exhaust. 

Features — Radial 
blade fan rotor per- 
mits higher rotative 
speeds, lower outlet 
velocities and more 
dependable balance 
when handling air 
which contains 
grease or solid par- 
ticles. Cone-shaped 
inlets guide enter- 
ing air to the rotor with minimum shock and turbulence 





‘with consequent reduction of noise. 


Description—Rotor consists of 8 blades, each blade curved 
into the inlet in direction of rotation—this design greatly 
increasing volume of air handled. Curved portions of 
blades are banded together by broad hoop which 
strengthens rotor and streamlines path of entering air. 
Blades are assembled on drive side to, steel backplate 
and cast iron hub. Rotors are balanced both statically 
and dynamically to eliminate vibration. Rotor is mount- 
ed on motor shaft, eliminating need for intermediate 
bearings. 

Motors are of N.E.M.A. specifications of 40 deg. centi- 
grade type. Nine sizes of units are available with rotors 
ranging from 6” to 24” diameter. Capacities run from 
250 to 6,000 C.F.M. at %” S.P. Bulletin 406 contains 
complete specifications and capacity tables. 


B. F. STURTEVANT CO., Dept. F, Hyde Park, Boston, 


Mass. 


When inquiring specify FEP 169... see information request blank, pgs. 12-13 
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NEW LITERATURE 





The following literature has been issued re- 
cently by manufacturers of the products dis- 
cussed and is available to food manufacturing 
executives on request. Address requests to 
the publishers by using handy request form, 
pages 12-13, or write to the manufacturers di- 
rect. 


Data Book on Automatic Combustion Control 


Basic problems in efficient boiler operation and details of 
how these problems are solved is discussed in a 94-page 
data book. This book, a text on modern combustion 
control methods, includes a number of case studies and 
reports on specific installations, illustrated with large 
diagrams and presenting performance data and evidence 
resulting from such installations for all sizes of boilers, 
all types of fuels, under all load conditions. Eight sec- 
tions in the book include pulverized coal, stoker, gas and 
oil firing; draft equipment; automatic combustion con- 
trol — a general discussion; and the manufacturer’s con- 
trol system and regulators, and complete operating cycles. 
Data Book S-21, 8% by 11 inches, is available upon re- 
quest. 


REPUBLIC FLOW METERS CO., Dept. F, 2240 Diversey Park- 
way, Chicago, Illinois. 


When inquiring specify FEP170 ... see information request blank, pgs. 12-13 


O 


Control Instruments for Food Industries 


Many types of control instruments are described and il- 
lustrated in this 12-page, two-color booklet, including re- 
cording, elapsed-time, indicating and electrically-oper- 
ated controllers, indicating and recording thermometers, 
relative humidity instruments, indicating gauges, etc. De- 
scriptive material accompanies each product. Front cover 
shows installations on bakery proof boxes, retorts in 
packing and canning plants, smokehouse temperature 
regulation and humidity control, drying room in glace 
fruit packer, etc. Bulletin 242 is available on request. 
FOXBORO CO., Dept. F, Foxboro, Mass. 

When inquiring specify FEP171.. 








- see information request blank, pgs. 12-13 


O 
Temperature Regulators for Steam, Air, 
Liquids and Gases 

Well-handled, 16-page catalog effectively displays five 
major types of temperature regulators. Each type in- 
cludes a general description, operation, dismantling and 
reassembling, list of parts, cut-away photo of unit plus 
a detailed diagram. Application chart shows important 
factors under various types of service. Back cover con- 
tains complete dimensions and weights of regulators. 
Catalog No. 70 is available upon request. 


poqres ENGINEERING CO., Dept. F, 109 Monroe St., Newark, 


When inquiring specify FEP 172... see information request blank, pgs. 12-13 


O 
Stainless Steel Flexible Tubing and Bellows 


Many detailed, close-up photos well illustrate this 
manufacturer’s line of flexible steel tubing and bellows. 
Complete specifications and descriptions accompany the 
photos. Booklet is available upon request. 

CHICAGO METAL HOSE CORP., Dept. F, Maywood, Mlinois. 
When inquiring specify FEP 173... see information request blank, pgs. 12-13 


nell 


Wire Stitching Machines For Cartons 


Folder shows several types of wire stitching machines 
for cartons. Various models are shown in use. Impor- 
tant features of products are shown in close-up photos. 
Advantages of this type of carton sealing are clearly out- 
lined. Folder is available on request. 


HARRIS-SEYBOLD-POTTER CO., Seybold Div., Dept. F, Wash- 
ington St., Dayton, Ohio. 


When inquiring specify FEP 174... see information request blank, pgs. 12-13 
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“All-In-One” Pump 
Centrifugal Type 


Complete Pump and Motor Unit on One Shaft 
and One Housing 


Features — Pump- 
ing unit has special 
motor with a one- 
piece cast iron mo- 
tor yoke and pump 
bracket instead of 
using standard mo- 
tors having special 
end housings and 
shaft extensions. 
Feet are cast in- 
tegral with housing 
and bracket and ex- 
tend under entire unit instead of motor only. Special 
motor design, with copper bearing steel cover, meets 
NEMA specifications for splash-proof motors. 

Description—In splash-proof construction, pump is avail- 
able in sizes from 1 to 10 H.P., inclusive, at 3500 R.P.M.: 
and from % H.P. to 74% H.P., inclusive, at 1750 R.P.M. 
for heads up to 160 feet. Larger sizes are being developed. 
Totally enclosed, fan cooled motors and explosion-proof 
motors are also available. For normal service, pump is 
built with cast iron casing, bronze fitted. They can be 
made of all iron, all bronze, all stainless steel, or other 
special metals. Bulletin B-6040 gives complete details. 


ALLIS-CHALMERS MFG. CO., Dept. F, Milwaukee, Wis. 
When inquiring specify FEP 175... 





see information request blank, pgs. 12-13 


O 


Semi-Automatic Labeler 


Container or Label Size Changes Made with 
Minimum Change-Over Parts 





Uses—For production applica- 
tion of single labels, from post- 
age stamp size up to 6%” 
square, on containers of every 
size and shape up to 4” diam- 
eter. 

Features—Label holder at oper- 
ator’s right hand refilled with- 
out going to back of machine. 
Variable speed drive permits 
synchronization of labelling 
with other operations. Gum 
applicator gums entire label 
surface and, with positive 
vacuum label control, assures 
firm, smooth labelling. Jabels 
are extracted individually from 
label holder, eliminating static 
troubles. Unit requires only 
214’ x 3’ floor space. 
Description — Units will label from 20 to 60 bottles per 
minute. Can be furnished with portable truck. Safety 
lock prevents accidental or unauthorized operation. 
Label holder, gum box, bottle stand and wiper are all 
readily accessible to operator. Single 4% H.P. motor takes 
care of both labeler drive and vacuum pump. 
ECONOMIC MACHINERY CO., Dept. F, 18-A Grafton 
St., Worcester, Mass. 

When inquiring specify FEP 176... 


Plashleht Bulb Batension 


Puts Light Into “Inaccessible” Places 


Uses—For making inspections of equipment, exploring 
the insides of machinery, checking interior of barrels 
through boring hole . . . handy for plant inspectors, en- 
gineers, field foremen, etc. 

Features—Made in lengths of from 6” to 36” .. 





see information request blank, pgs. 12-13 





. plug end 


screws into any flashlight while bulb goes into socket at 
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other end. Material is bendable, so can be twisted into 
any neccessary shape to go into intricate gearing through 
tortuous passages, down crevices of caked agglomerate, 
etc. It is water-proof so can be projected into solutions. 
Made of special wire encased in aluminum alloy tubing. 


SIERRA AIRCRAFT CO., Dept. F, Sierra Madre, Calif. 


When inquiring specify FEP177 ...see information request blank, pgs. 12-13 


One-Man Barrel Truck 


Safely Handles Loads Up to 1000 Pounds 


Features — Automatic 
loading and unloading 
as trucker never touches 
barrel or drum. Safe 
for trucker as there is 
no back strain. Unit is 
balanced and truck car- 
ries load. Truck is nar- 
rower than its load and 
can be used between 
tight packed rows with- 
out rocking and lifting. 
Two-in-one chime hook, 
adjustable, permits han- 
dling different size 
drums. Rubber tired 
wheels avoid floor wear 
and damage. 
Description—Electric welded, all-steel construction, roll- 
ing on Hyatt bearings. Handles drums and barrels, re- 
gardless of bilge size and weighing up to 1000 lbs. Handle 
length is 62”; overall width 23”; wheel size 10” by 214”. 
Weight is 85 lbs. 


THOMAS TRUCK & CASTER CO., Dept. F, 4012 Mis- 
sissippi River, Keokuk, Iowa. 


When inquiring specify FEP178... 
siiateiteeeiiali teeta aes 


Pneumatic Tires Equip 
T wo-Wheel Hand Trucks 


Roll Easily Over All Surfaces, Bumps, etc. 





see information request blank, pgs. 12-13 


Features — Just as 
pneumatic tires on 
wheel barrows, in- 
dustrial trucks, etc. 
brought advantages 
so now two-wheel 
trucks may be 
equipped. Easier to 
roll over uneven 
surfaces, over 
stones, metal scraps, 
etc. ... the worker 
handles loads more 
easily, gets more 
work done, 
Description — These 
tires come as a 
complete tire, tube 
and wheel combi- 
nation. Tires are 8” 
to 24” in overall 
diameter, 2-4-6 and 
8 ply. Load capacity ranges from 180 to 1500 lbs. per tire. 
GENERAL TIRE & RUBBER CO., Dept. F, Akron, O. 


When inquiring specify FEP179.. 





. see information request blank, pgs. 12-13 
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New Literature (Con.) 


Handbook on Maintenance Painting 

One hundred twenty-eight-page book offers solutions to 
many industrial painting problems. Findings in over 
100,000 actual cases have been compiled, briefed, indexed 
and displayed on such subjects as surface preparations, 
methods of paint application, and type of paints success- 
fully used under widely varied conditions. Concise dis- 
cussions cover painting methods for protection against 
weather, climate, radical temperature changes, fresh and 
salt water, acids, smoke, chemicals, dust abrasions, etc. 
Manual also contains tables for estimating quantity of 
paint needed to cover various regular and irregular sur- 
faces. Manual is available upon request. 


INDUSTRIAL PAINT CLINIC, Dept. F, 43 East Ohio St., Chi- 


cago, Tl. 
When inquiring specify FEP 180... see information request blank, pgs. 12-13 


O 


Handbook and Data Bulletin on Fluorescent 
Lighting 

Forty-six pages of charts, diagrams, tables and photo- 
graphs are facts and data needed to determine how and 
where to use fluorescent lighting to best advantage. Book- 
let has informative section, in question-and-answer form, 
giving data on fluorescent lamps and their operation, 
such as “How does frequent starting affect normal 
fluorescent lamp life?” and “How much voltage fluctua- 
tion will lamp stand without going out?” Balance of book 
is devoted to descriptions and specifications of maker’s 
equipment. Bulletin 40 is available. 

BENJAMIN ELECTRIC MFG. CO., Dept. F, Des Plaines, Ill. 
When inquiring specify FEP 181... see information request blank, pgs. 12-13 


cmmnimninmmnnnell, 


Group Washing Equipment—Washroom 
Planning 
Booklet contains 36 pages of illustrations and informa- 
tion about Washfountains, multi-stall showers, drinking 
fountains as well as specifications and washroom plan- 
ning suggestions. Catalog is available on request. 


BRADLEY WASHFOUNTAIN CO., Dept. F, 2257 West Michigan 
St., Milwaukee, Wis. 


When inquiring specify FEP 182... 








see infermation request blank, pgs. 12-13 


On 


Self-Operated Temperature Regulators 
Sixteen pages of profusely illustrated material show sev- 
eral new types of maker’s temperature regulators for 
controlling flow of steam, gas, water or brine. Special 
feature is capacity tables for several different valve styles 
to meet control problems in industrial process work, wa- 
ter heating, air conditioning, refrigeration, etc. Catalog 
No. 52 is available upon request. 

SARCO CO., INC., Dept. F, 183 Madison Ave., New York, N. Y. 
When inquiring specify FEP 183... ee information request blank, pgs. 12-13 


O 


Grinders, Feeders, Crushers, Reduction Mills 
Eighty-four-page catalog provides both practical and 
technical information on construction and operation of 
these mixers, reduction mills, grinders, etc. Cross sec- 
tion and dimension drawings of all standard models, with 
photos, display the equipment effectively. New catalog 
is available upon request. 


PRATER PULVERIZER CO., Dept. F, 1802 South 55th Ave., Chi- 
cago, Ill. 


When inquiring specify FEP 184... 
ciseasininliinniaetaall daiaiaeiieetieiiia 


**Liquid” Vibrating Screen 

Folder No. 1877 contains detailed information on maker’s 
variable, high-intensity screening unit for the removal 
of solids from liquids. Typical applications shown in 
folder include handling fish oil, fine rubber, asparagus, 
vegetable refuse, phosphate rock, etc. Folder is avail- 
able upon request. 

LINK-BELT CO., Dept. F, 307 N. Michigan Ave., Chicago, Ill. 
When inquiring specify FEP185.. . 





see information request blank, pgs. 12-13 


see information request blank, pgs. 12-13 
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CONTROL 
CHECKS 


FLAVOR- 
TRANSFERENCE 





Contamination can travel from 
product to product—or come 
from machinery and motor 
trucks. Flavor-transference can 
be stopped. Dorex Odor Ad- 
sorbers operate on the same 
principle as the standard gas 
mask—positively extract all 
odors and other gaseous im- 
purities. 


Pats. Pending 


mM eae sa es 
Ta 


EET, NEW YORK 
P a 


There are Dorex units of many Hy nee er et na 
types—for practically every BE TON 
odor-control problem in air 
intake, exhaust or recirculation. 
There are portable units for 
offices, rest rooms, smaller 
areas. In conjunction with air 
conditioning or refrigeration, 
they reduce both initial equip- 
ment and subsequent operating 
costs. Write for Bulletin No. 17. 





When inquiring specify FEP 186... see information request blank, pgs. 12-13 


O 


TYPE SB 
ROTARY KNIFE CUTTER 






ROTARY 
KNIFE CUTTER 


For Cutting, Shredding, Fiberizing, 
Granulating, Cracking. 


Cork, corn, copra, coffee, peas, fibres. fabric, tobacco, pulp, plastics, 
lint, seeds are a few material examples, 

If you would like to know just what this machine can do for, you 
in product produced and in operating costs, send us a working 
sample of your materials. 

Without obligation on your part, we will run the sample through 
the Test Machine which we keep ready to run for just this purpose 
and will provide you with complete data on the results, 

The machine is unique in the field of Rotary cutting equipment 
in a number of design and operating features. 
ne F 1234--Part 2 provides details; illustrates the complete 
line. 





SPROUT, WALDRON & COMPANY, Inc. 


O SHERMAN STREET, MUNCY, PA 





When inquiring specify FEP 187... see information request blank, pgs. 12-13 
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CLEANER, BETTER, 
CHEAPER MIXING 


Eastern mixers are especially adapt- 

able for food mixing processes, as 

they are absolutely oil-tight, and, in 

stainless steel or monel metal, they 

can impart no taint to the product. 

These metals are easy to keep clean, 
and of course never tarnish. 
The efficiency and dependabil- 
ity of Eastern Mixers are uni- 
versally known. 


Model H-! 
Portable 


Write for our Mixing 
Manual which shows the 
entire Eastern line of Mix- 
ers and gives valuable en- 
gineering data on mixing 
problems, 


EASTERN PUMPS 


FOR 
EVERY PURPOSE 


Eastern Midget Pumps 
are fast becoming the 
standard in industry for 
low original cost, high 
operating efficiency, and 
their ability to out per- 
form pumps of much 
greater cost and size. 
Available in monel metal, 
stainless steel and other 
alloys. Prices from 
$21.50. 





Let us send you our new booklet. 
“Eastern Midget Pumps,”’ which de- 
seribes the full Eastern line of pumps, 
and gives specifications and perform- 
ance charts. 


EASTERN ENGINEERING CO. 


44 Fox Street, New Haven, Conn. 


When inquiring specify FEP 188 ... see information request blank, pgs. 12-13 


aeasiidgsiela a a 


“Ferrofilter” 


No Moving Parts—Low Operating Cost—High 
Capacity 


Uses—For magnetically re- 
moving iron and steel par- 
ticles (even as fine as 1/25,- 
000 inch) from suspension 
in liquids. Used in lubrica- 
tion systems, vegetable oils, 
process water, food proces- 
sing, etc. 

Features — Filters have no 
moving parts. Operating cost 
is low; wattage requirements 
show cost of about one cent 
an hour or less for even 
largest model. Maintenance 
cost practically non-existent. 
High rate of flow. 
Operation — “Ferrofilter”’ is 
a magnetic separator and not a true filter. Unit consists 
of a set of magnetized screens enclosed in a casing, 
through which the liquid flows. Screens offer little re- 
sistance to the flow, but they present many feet of strong- 
ly magnetized edges to materials passing through. These 
comb and re-comb product, thus removing magnetic 
particles which are retained on screen edges until end 
of run. Machine is then demagnetized and flushed. 
Description — Models are available in three types— 
gravity, underfeed and pipe line, and laboratory size is 
available. Direct current at 110-120 volts is required for 
several models. Portable tube-type rectifiers can be 
supplied for connecting to any 60-cycle a-c lamp socket. 
For all uses except oil service, metal parts in contact 
with liquid are of stainless steel or aluminum. Bulletin 
15 gives complete details. 


S. G. FRANTZ CO., INC., Dept. F, 161 Grand St., New 


York, N. Y. 
When inquiring specify FEP 189... see information request blank, pgs. 12-13 


FOOD EQUIPMENT PREVIEW 


| New Literature (Con.) 


| 
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*‘Master Manual” For Power Transmission 
Through V -Belts 


Seventy-two pages packed full of facts for the belt user 
make up this manual. Illustrations are used in quantity. 
A page of “precautions” gives facts about “forcing,” “ten- 
sion,” etc. Excellent diagrams show why important 
drives should never be underbelted, and gives as an ex- 
ample that where five belts should be used, use of four 
belts reduces life of drive by 60%; another example—a 
6” pulley gives a belt life nearly three times as great as 
a 5” pulley on the same drive. Manual shows and tells 
why it doesn’t pay to operate with a belt speed that is too 
high. Manual is available upon request. 














WORTHINGTON PUMP & MACHINERY CORP, Dept. F, Har- 
rison, N. J. 


When inquiring specify FEP 190... see information request blank, pgs. 12-13 
eeceeemnneana )emmnennmene 


Handbook on Building Maintenance 


Fourth revised edition of this 74-page booklet embodies 
complete style change from, previous editions. Over 150 
illustrations are used to show how to stop leaks quickly, 
make feather-edge patches stick to concrete, patch roofs, 
install floor grids, and hundreds of other building main- 
tenance ideas and suggestions. Booklet is available upon 
request. 

FLEXROCK CO., Dept. F, 2342-A Manning St., Philadelphia, Pa. 
When inquiring specify FEP 191... see information request blank, pgs. 12-13 


O 
Laboratory Swing Hammer Crushers, 


Grinders & Shredders 


8-page folder, in two colors, contains many photos and 
drawings of “rolling ring” and swing hammer crushers, 
grinders and shredders. Special types of equipment are 
shown with specifications. Booklet is available on re- 
quest. 


AMERICAN PULVERIZER CO., Dept. F, 1249 Macklind Ave., St. 
Louis, Missouri. 


When inquiring specify FEP 192... see information request blank, pgs. 12-13 


Greens 


Steel Stair Treads, Floor Grating, Floor 
Steel, etc. 


New catalog shows several types of steel grating, stair 
treads, floor steel, etc., with tables of safe loads and in- 
formation on assembly and recommended fillers. Photo- 
graphs and diagrams show products in detail. Bulletin 
No. 14-R is available on request. 

WM. F. KLEMP CO., Dept. F, 6601 S. Melvina Ave., Chicago, Ill. 
When inquiring specify FEP 193... see information request blank, pgs. 12-13 


Fluorescent Trough Lighting Units 
Cartoons and line drawings feature this eight-page folder 
with information on trough lighting units. Suggestions 
are given for planning an installation, wiring data and 
methods of saving conduit and other wiring costs. Handy 
table shows illumination performance of these units in 
various size room areas at various spacings and mount- 
ings, permitting prospective user to estimate his light- 
ing requirements. Sec. 2G is available. 

MILLER COMPANY, Dept. F, Meriden, Conn. 
When inquiring specify FEP 194... see information request blank, pgs. 12-13 


ceont 


Comprehensive, Mechanical Rubber Catalog 


Approximately 275 brands and specifications are shown 
in this plastic-bound, two-color, 72-page catalog. Scores 
of photos and tabular data add to catalog’s value. Price 
lists and technical engineering tables are useful. Prod- 
ucts include many types of hose, couplings, belting of all 
kinds, packing, clothing, conveyor belting, etc. Piece is 
well indexed and grouped for ready reference. Catalog 
No. 207 is available upon request. 


GOODALL RUBBER CO., INC., Dept. F, 5 South 36th St., Phila- 
delphia, Pa. 


When inquiring specify FEP 195 see information request blank, pgs. 12-13 
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Sanitary Mixer-Melter 


Agitator Readily Removed for Easy Cleaning 


Uses — For processing ice 
cream products, confection- 
ery and other food products. 
Unit shown below was de- 
signed for ice cream manu- 
facturer’s use for chocolate 
coating on ice cream pops, 
though other applications 
are indicated where melting 
or mixing of food ingredients 
is desirable under similar 
conditions. 
Description — Entire equip- 
ment is stainless construc- 
tion with mirror-finish pol- 
ish. Container is jacketed 
for steam circulation, and 
around this is a blanket of 
insulation and stainless steel 
sheathing. Inside tank is 
made of heavy gauge metal 
with sanitary outlet at bot- 
tom. A stainless steel paddle agitator of rectangular 
shape with six staggered blades inside the rectangle helps 
scrape the material from sides and bottom and cuts 
through material mass. Agitator is coupled to a speed 
reducer built integral with the motor; may be readily 
uncoupled and removed for cleaning. Motor platform 
may be swung out of way on swivel. Hood and cover 
are removable. 


L. O. KOVEN & BRO., INC., Dept. F, Jersey City, N. J. 
When inquiring specify FEP 196 ... see information request blank, pgs. 12-13 


————__—_Q—_____— 


Vibratory Feed Weigher 


Automatically Weighs and Discharges 


Uses — For auto- 
matic weighing and 
discharging into 
bags, barrels, bot- 
tles, cartons, cans 
or envelopes such 
products as barley, 
beans, cereals, cut 
macaroni, nut 
meats, peas, pop 
corn, rice, ete. 
Performance — Pro- 
duction is 51 to 30 
weighings per min- 
ute in a range from 
4 oz. to 5 lbs. 
Operation — Mate- 
rial to be packaged 
is fed into hopper 
at top of machine 
from where it pass- 
es on to electrically 
vibrated feed plates 
which discharge material into weigh buckets. Each 
bucket is connected directly to balance beam of scale lo- 
cated directly under discharge mechanism—one inde- 
pendent scale for each bucket. When load in either 
bucket balances scale (which has been set to prede- 
termined weight), mercury switch attached to balance 
beam cuts out and stops feed plates, and hence discharge 
of material. Simultaneously, rotating cam engages trip 
lever of bucket and discharges weighed load through 
hopper into package. Cycle thus starts over again and 
sets pace for operator who must supply empty containers 
and remove filled ones. Height of machine is 7 ft.; floor 
space required is 3’x 32’. 

TRIANGLE PACKAGE MACHINERY CO., Dept. F, 917% 
N. Spaulding Ave., Chicago, Ill. 


When inquiring specify FEP 197 ... see information request blank, pgs. 12-13 









































































ngular 
helps 
i cuts 

speed 
eadily 
atform 

cover 


N. J. 
gs. 12-13 


1er 


auto- 
ag and 
; into 
, bot- 
, cans 
; such 
barley, 
is, cut 
nut 


» pop 


— Pro- 
to 30 
r min- 
e from 


Mate- 
ckaged 
hopper 
1achine 
t pass- 
trically 
| plates 

Each 
‘ale lo- 
. jnde- 

either 
prede- 
palance 
scharge 
es trip 
hrough 
in and 
itainers 
t.; floor 


*, 917% 


pes. 12-13 





December-January, 1940-41 


Paper Bag Closer 


Sewed and Taped Closures on Small Paper Bags 


Uses — For produc- 
ing sewed and 
taped closures on 
small paper bags. 
Sewing head is 
adaptable for han- 
dling any size bag, 
but has widest ap- 
plication on bags 
ranging from 2 to 
25 lbs., and used 
for packaging su- 
gar, coffee, flour, 
salt, seed, and simi- 
lar products. 
Features Rein- 
forcing crepe-paper 
tape is automatical- 
ly applied to both 
sides of bag, near 
the top, and sewed 
on with tight, strong seam. Trimming mechanism cuts 
off excess bag top at tape and an automatic clipper severs 
tape between bags. 

Description—Sewing head is Style 60000 C. Units are 
adapted for high production operation — one large sugar 
plant uses them for automatically closing five and ten- 
pound sugar bags with machines operating continuously 
throughout working day. Manufacturer has developed 
sewing table for average bag closing production require- 
ments which has a four-foot, power-driven conveyor and 
which accommodates this new style sewing head. The 
stand provides dual treadle control of conveyor and sew- 
ing head, and may be operated from sitting position. 


UNION SPECIAL MACHINE CO., Dept. F, 442 N. 


Franklin St., Chicago, Ill. 
When inquiring specify FEP 198 ... see information request blank, pgs. 12-13 
ramativein 


Hevi-Duty Bagging Scale 
Scale Sensitive to % oz. at Full 150 Ibs. Capacity 


Uses — Scale has wide applica- 
tion where predetermined 
weighing is necessary in a 
range from 40 to 150 pounds. 
Features — Low weighing plat- 
form—614” elevation from floor. 
Reading dial is 44” from floor 
with dial at 30 deg. angle for 
quick, easy reading. Dial tower 
may be turned in any direction 
to suit operator’s convenience. 
Scale sensitive to % oz. at full 
150 lb. capacity — an accuracy 
of one part to 9600. 
Description — Scale is of over- 
and-under, even balance type; 
rugged construction 
yet light in weight 
(130 lbs. minus 
weights). All cast- 
ings are of alumi- 
_num alloy. Weigh- 
ings are made 
against full capacity 
cast iron, sealed 
weights, equipped 
with weight box. Carrying handles on each side, make 
unit portable. United has air dashpot to control oscilla- 
tions of indicator for varying loads. Has coil flex for re- 
sistance to lever movement, giving dial reading of % for 
one ounce weight, or equivalent of 2” indicator move- 
ment for one pound. Dimensions: 33%” long, 21” wide, 
46” overall height. Weighing platform is 12” by 17”, 
with sack rest. 
EXACT WEIGHT SCALE, Dept. F, 31 W. Fifth Ave., 


Columbus, Ohio. 
When inquiring specify FEP 199 ... see information request blank, pgs. 12-13 
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Engineering Data On Valves, Pipe Fittings 
And Fire Hydrants 


240-page, cloth-bound, letter-size catalog gives a com- 
plete presentation of data on bronze and iron-body valves 
for low, standard and higher pressures; standard bronze 
and malleable-iron screwed fittings, standard cast-iron 
flanged fittings and flanges; fire hydrants and valve spe- 
cialties. Recommendations are made for selection of 
valves and fittings; suggestions for operation, care and 
maintenance of valves, and much useful engineering 
data such as tables showing discharge of air through 
high-pressure orifices, metric conversion table, properties 
of saturated steam, pipe expansion, table of water heads 
and equivalent pressures, etc. Many large-size photos 
complete this well-handled catalog. Catalog No. 63 is 
available on request. 
KENNEDY VALVE MFG. CO., Dept. F, Elmira, N. Y. 
When inquiring specify FEP200... 
coisas ii aa i 
Metalwove Continuous Conveying & 


Processing Belts 


44-page booklet, done in two-colors, provides a compre- 
hensive survey of this manufacturer’s line of metal woven 
belts. Many types are shown with complete specifica- 
tions. Close-up photos show weaves in detail. Construc- 
tion characteristics and metals from which belts are made 
are included. Tables of dimensions plus many line draw- 
ings complete the book. Application photographs dec- 
orate the covers. Booklet is available on request. 


AUDUBON WIRE CLOTH CORP., Dept. F, Richmond & Caster 
Sts., Philadelphia, Pa. 
When inquiring specify FEP201 ... see information request blank, pgs. 12-13 


Qe 


Illium, A Corrosion Resistant Alloy 

This 8-page bulletin, a treatise on illium, answers many 

questions about this alloy, including its available forms 

(castings, rolled rod stock, welded tubing, hardware, 

strip, cast bar stock welding rod and centrifugally cast 

pipe), physical properties, fabrication characteristics, 

corrosion resistance and two pages of special corrosion 

test data. Bulletin 104 is available upon request. 

BURGESS-PARR CO., Dept. F, Freeport, Ill. 

When inquiring specify FEP202... 
ae a 


Equipment for Localized Lighting On the Job 


Twenty-four-page, pocket-size folder, done in two colors, 
is used to display this maker’s line of lighting equipment. 
Included are lighting units for many special applica- 
tions, single and multiple fluorescent models, silver bowl 
canopy models, etc. Complete descriptive copy is pro- 
vided for each model shown and suggestions are made 
for use of each model. 

FOSTORIA PRESSED STEEL CORP., Dept. 
When inquiring specify FEP203 ... 


see information request blank, pgs. 12-13 


see information request blank, pgs. 12-13 


F, Fostoria, Ohio. 


see information request blank, pgs. 12-13 


Corrugated Flexible Metal Tubing 
Eight-page folder provides necessary specifications and 
descriptive detail on maker’s high pressure, flexible all- 
metal tubing. Various types are illustrated with con- 
struction facts supplied. Bulletin No. 90 is available. 


PENNSYLVANIA FLEXIBLE METALLIC TUBING CO., Dept. 
F, 72nd St. & Powers Lane, Philadelphia, Pa. 


When inquiring specify FEP204... see information request blank, pgs. 12-13 
—————— 


Deaerating and Equalizing Systems 
Four-page, two-color bulletin provides descriptive ma- 
terial on automatic boiler feeding, deaerating and steam 
drainage equipment. Photos and outline drawings il- 


lustrate the equipment and major features. Data Unit 
No. 1-E-40 is available on request. 
W. M. ACKER ORGANIZATION, INC., Dept. F, 3167 Fulton 


Road, Cleveland, Ohio. 


When inquiring specify FEP206 ... see information request blank, pgs. 12-13 
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F YOU need hot water 
—and have steam avail- 

able—the Johnson Instant Water 

Heater will solve your problem in 
the simplest possible way and with the 
greatest economy of heat and fuel. 


Unlike multi-tube types, the Johnson ‘‘Instant’’ 
is a simple, sturdy long-lived unit. Long water 
travel in contact with steam heated suriaces is 
accomplished by a few nae trouble-free 

rts, and this makes it possible to operate on 

igh pressure steam—up to 150 Ibs. in standard 
types and up to 250 lbs. in special types. 


The ability to operate on high pressure steam 
eliminates reducing valves, simplifies installa- 
tion and means greatly increased capacity for 
“instant’’ heating, storage tank heating, booster 
service, pre-heating, process-liquid heating and 
many other services. en used on low pres- 
sure steam the sturdy Johnson construction 
means extra years of trouble-free service. 


Write for bulletin explaining dollar-saving uses. 


Johnson Corporation 


84 WOOD STREET THREE RIVERS, MICH. 





When inquiring specify FEP206 ... see information request blank, pgs. 12-13 
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Better, lower-cost protection with 
Neoprene Gloves Now Yours in 


WHITE 


@ Made exclusively by Pioneer for food, dairying and other indus- 


tries requiring white gloves, these new White “Stanzoils” resist 
deterioration by materials that quickly destroy natural rubber— 
such as fats, greases, acids, alkalis and similar materials. 

“Stanzoil” Industrial Gloves of white neppreae rotect your em- 
ployes against injury by contact with harmful liquids, and they safe- 
guard you against loss of time, loss of production, and disability 
claims. With 21 years’ successful glove-making experience, this 
Company has literally pioneered in developing gloves of neoprene 
andisthe largest manufacturer inthisindustry. 


Send eden for grape information about ‘'Stanzoil”’ 
neoprene Black Gloves, White Gloves, and Aprons. 


THE PIONEER RUBBER COMPANY 


263 TIFFIN ROAD, WILLARD, OHIO, U.S. A. 
New York ¢* Chicago «+ Los Angeles 


MADE WITH DU PONT NEOPRENE 







ie 


PIONEER 





When inquiring specify FEP207 ... see information request blank, pgs. 12-13 
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Gave yout 


Skilled labor is expensive. 
Why waste it in handling oper- 
ations. A simple overhead 
monorail system to perform 
the “‘lift’’ and “Carry” jobs 
will show an immediate return 
in saved man-power. 









Standard parts assemble into 
complete systems to meet 
special requirements so that 
American MonoRail engineers 
are able to solve many problems 
without excessive cost. Let 
them survey your requirements 
at no obligation. 










Write for copy of “Blue 
Book" showing hundreds 
of installations. 


13109 Athens Avenue 
CLEVELAND, O. 














MonoTractor Drive 


ae 





When inquiring specify FEP208 ... see information request blank, pgs. 12-13 


Wrapping-Packaging 
Material 


Wraps Quickly — Cushioned Protection — Strong 
Water-Resistant Outer Surface 


Uses — Wrapping, 
for shipment, all 
types of products or 
articles of square or 
rectangular shape. 

Features—Wraps to 
fit any size package 
as it comes in rolls 
and simply wraps 
around article until 
article is properly 
covered and pro- 
tected. Easily, 
quickly provides 
extra strength wher- 
ever needed by 
overlapping. Saves 
in wrapping time... 


saves in material 
used ... saves in 
weight of final 


package and so saves shipping costs. 

Description—This “Corroflex” has an inner portion of 
flexible corrugated type board which is covered with a 
tough, water-resistant kraft. Comes in rolls, in 13 stand- 
ard widths, from 6” to 72”. Four standard weights avail- 
able ... 35 lb., 50 lb., 70 lb., and 110 lb. Or, if you have 
standard packages, sheets can be cut for you, to your 
specifications. (Roll cutter can be secured for cutting 
Corroflex like cutting wrapping paper.) 

Free sample roll will be sent at your request, without 
cost or obligation. 

SHERMAN PAPER PRODUCTS CORP., Dept. F, New- 
ton Upper Falls, Mass. 
When inquiring specify FEP209.. . 


see information request blank, pgs. 12-13 
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‘How To Choose A Steam Trap” 


Effectively illustrated, 40-page booklet presents much 
information on such subjects as selection of steam traps; 
choosing proper size trap for unit heaters; valuable table 
for determining trap ratings at reduced pressures; vari- 
ous problems worked out with examples of selecting 
traps for steam jacketed kettles, autoclaves, submerged 
surfaces, steam mains and header drips, and other types 
of equipment; general notes on trap installation covering 
use of check valves with steam traps, test inspections, in- 
stallation, operation methods, water seal or priming, 
maintenance, etc. Many useful tables and charts add to 
booklet’s effectiveness. Booklet No. 840 is available on 
request. 


Vv. D. ANDERSON CO., Dept. F, 1954 West 96th St., Cleveland, 
Ohio. 


When inquiring specify FEP210... sce information request blank, pgs. 12-13 
O 
**How To Make Good Waterproofed 
Concrete” 


Many suggestions and ideas are contained in this 32-page 
booklet. Information includes essentials of waterproofed 
concrete, waterproofing concrete and masonry below 
grade level, protection above grade level against disin- 
tegration, specifications for waterproofing concrete foun- 
dation walls and basement floors, etc. Charts and photos 
accompany the descriptive material. Booklet is avail- 
able. 


MEDUSA PORTLAND CEMENT CO., Dept. F, 1000 Midlafi® 
Blidg., Cleveland, Ohio. 


When inquiring specify FEP211... see information request blank, pgs. 12-13 


O 
Heavy-Duty, Low-Head Gyratory Sifters 


Eight-page folder illustrates and describes these sifters 
used in milling, candy, bakery, chemical and other in- 
dustries. Many large photos are used showing installa- 
tions in several types of food manufacturing plants and 
the product’s major features. Bulletin B6124 is available 
on request. 

ALLIS-CHALMERS MFG. CO., Dept. F, Milwaukee, Wis. 

When inquiring specify FEP212... see information request blank, pgs. 12-13 


sahienreanasill 
“How To Determine Where Overhead Ma. 


terials Handling Equipment Can Be 
Used Profitably” 


12-page, three-color booklet includes the elements of a 
materials handling system plus the preparation of a 
simple layout. Many installation photos are included in 
booklet together with detailed pictures of maker’s prod- 
ucts and major features of such products. Booklet Form 
2004-A is available. 

SEVER CRANE & ENGINEERING CO., Dept. F, Wickliffe, 
When inquiring specify FEP213... see information request blank, pgs. 12-13 
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Have You A New Product 


If you have recently developed a new or im- 
proved product, a piece of laboratory or plant 
equipment or a new material, of specific interest 
in arv line of food manufacturing . . . send it to 
our Editors. 


Through FOOD EQUIPMENT PREVIEW’S edi- 


torial pages they will introduce it to this great 


field . . . with more than 30,000 copies of this 
publication covering every plant. This service 
costs you nothing, and there is no obligation. 
Write— 


The Editors, FOOD EQUIPMENT PREVIEW 


737 N. Michigan Avenue 
Illinois 


Chicago 
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Noiseless Hopper 
Vibrator 


Eliminates Plugged Hopper Openings and Chutes 


Uses — For keeping 
materials from arch- 
ing and bridging 
over in _ hoppers, 
chutes, etc. 


Features— Noiseless 
operation, built for 
continuous _ service. 
Plugged hopper 
openings and chutes 
eliminated to insure 
free flowing dis- 
charge of materials. 
Very small current 
consumption. 3 
Description—Unit is 
a small, pulsating 
electro-magnet that 
can be bolted to 
outside of hopper or 
chute. This vibrates 
at high frequency to 
keep material free flowing. Electro-magnet is energized 
by pulsating current, arrived by half-wave rectifying al- 
ternating current in the small, separate electric controller 
that comes as part of each vibrator. In addition to recti- 
fier, controller also includes an operating switch and 
rheostat for controlling vibrator’s power so that it can be 
properly set to produce best results. 

SYNTRON CO., Dept. F, 110 Lexington Ave., Homer City, 
Pa. 


When inquiring specify FEP214... see information request blank, pgs. 12-13 





O 
Sifter-Blender-Elevator 
Yields From 3 to 4% More Dough Per Barrel 


Uses—Elevates, aerates, blends and 
sifts flour, powdered egg, soda, su- 
gar and other dry ingredients. 
Features—Portable, with ball bear- 
ing steel castings. Plugs in any 
light socket. Occupies 26 inches 
square. 

Description—Unit blends as it sifts 
by 2 adjustable slide valves. Has 
oil-less type bearings. Removable 
and interchangeable sifting screen; 
14 mesh standard screen, but 8, 10, 
12 and 16 mesh available. Unit dis- 
charges 74 in. from floor level directly into mixer, or 
through chute or sleeve into vertical mixer bowl or other 
container. Dead capacity is one barrel. Hopper height 
is 504%”. Various special accessories available (hopper 
extension, scale stand, weighing container, canvas or 
metal chute, etc.). 

UNION STEEL PRODUCTS CO., Dept. F, Albion, Mich. 


When inquiring specify FEP215... see information request blank, pgs. 12-13 


a 


Icing Stabilizer 
Icings Set Quickly Without Getting Tacky 


Uses—For stabilizing icings and toppings such as coffee 
cake or bun icing; butter cream and chocolate fudge icing; 
marshmallow topping, boiled icing, meringues, etc. 
Features—There is no separation, cracking or shaling. 
Icings will set quickly without getting tacky, and will not 
stick to wrapper. Running and melting of icings or top- 
pings and tendency for syrup separation are reduced. 
Small amount of stabilizer is required. 

KELCO CO., Dept. F, 31 Nassau St., New York, N. Y. 
When inquiring specify FEP216... see information request blank, pgs. 12-13 
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Cleaning Powder Has 
Unique Wetting Action 


Efficient In Hard Water Localities 


Uses—Cleaning powder can be used in either hand or ma- 
chine washing operations in food processing plants— 
dairies, bakeries, meat packing plant, bottling plants, 
canneries, breweries, etc. 

Features—Unique wetting action improves cleaning re- 
sults because of ability to wet greasy surfaces. Unusual 
water-softening properties offer freedom from film and 
scale. Contamination removal improved by qualities of 
emulsifying, deflocculating and peptizing action. 
Description—Material is a white powder quickly and 
completely soluble in water. Water-softening action 
gives practically clear solutions even in hard water. 


DIVERSEY CORP., Dept. F, 53 West Jackson Blvd., Chi- 


cago, Ill. 


When inquiring specify FEP217T ... see information request blank, pgs. 12-13 


Explosion-Proof Lighting 


Fixtures 
Threaded Sleeve Seals Wiring Chamber 


Uses—For use in industrial plants, oil 
refineries, flour and feed mills, etc., or 
any place in which’ explosive gas or dust 
meets electrical wiring. Units comply 
with requirements of Class I, Groups 
C and D, hazardous locations. 

Features — Sectionalized type of con- 
struction permits rapid and easy instal- 
lation. Unit has heavy cast walls and 
is furnished with heat-resisting glass 
lens to insure safety to inflammable 
surroundings during internal explosion 
which might be caused by lamp break- 
age or short circuiting. Has internal 
glazed white surface, éliminating periodic 





reflector, 
cleaning. 
Description — Units are furnished complete with lens, 


FOOD EQUIPMENT PREVIEW 


guard and internal reflector. Lamp and wiring chambers 
are sealed one from another with sealing cement. Wiring 
connections are made through screw cover located in 
dome of fixture. Threaded sleeve is lowered sufficiently 
to connect live wires direct to connection block; electrical 
inspection of wire may be done through opening. Fix- 
tures are made in various types including pendant, side 
wall bracket, bracket, ceiling, etc., and for various 
wattages. Catalog 11 contains details and list prices. 
APPLETON ELECTRIC CO., Dept. F, 1701 Wellington 
Ave., Chicago, Ill. 


When inquiring specify FEP218... see information request blank, pgs. 12-13 


Fitton 


Barrel & Drum Lifter 


Hinged Platform Makes Possible Other Uses 





Uses — Lifting and 
storing barrels and 
drums. Hinged plat- 
form makes _ unit 
adaptable for use 
with goods other 
than drums_ and 
barrels. 


Features—Unit has 
beveled lifting arms 
under a hinged 
platform; platform 
swings up and lift- 
ing arms slide un- 
der barrel, holding 
it firmly. Special 
holding brake and 
independent safety disc brake govern descent of arms. 
Machine is portable. 

Description—Push-button control used for electric motor 
power. Total lift on standard model is 56”, but can be 
built to suit specific requirements. Capacity is 500 Ibs. 
30” by 36” platform is hinged at back and may be folded 
up against face of lifter when not in use. Two chains, 
rolling over sprockets, lift the beveled arms. Either chain 
will lift load. Guide wheels and load sheaves are ball 
bearing and greased for life. Drive is combination chain 
and bevel gear type with main shaft mounted on Timken 
bearings. Machine is also furnished in hand-powered 
model. 

SERVICE CASTER & TRUCK CO., Dept. F, 790 N. 
Brownswood Ave., Albion, Mich. 

When inquiring specify FEP219... 


ec 


Long Length Hose 


Available In Continuous Lengths Up To 500 Feet 


Uses—Of particular interest to brewing and beverage 
industries. 
Description—Maker states that hose is non-taste-impart- 
ing, odorless and non-toxic. Construction details in- 
clude ys” red molded cover, #” smooth white tube and 1 
ply, kink-resistant cotton braid. Hose is made in %” 
and %” sizes, recommended for 100 pounds working 
pressure. 
NEW YORK BELTING & PACKING CO., Dept. F, 1 
Market St., Passaic, N. J. 
When inquiring specify FEP220.. 
ae 





see information request blank, pgs. 12-13 


. see information request blank, pgs. 12-13 


“How To Design Fluorescent Lighting’’ 


Manual gives correct mountings and structural details in 
expanded form to help suggest spacings of units for max- 
imum benefits. Room and reflection factors and lighting 
equipment to be used are fully explained. Various il- 
lumination levels are tabulated for proper selection of 
number of lamps. Included are examples and design 
sketches with a list of general lighting precautions and 
remedies. Manual is available for seven cents. 
WESTINGHOUSE LAMP DIVISION, Dept. F, Bloomfield, N. J. 
When inquiring specify FEP221... see information request blank, pgs. 12-13 
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RUBBER TIRED TRUCKS 
FLOOR REPAIRS 


And they make materials handl- 
ing easier too, and more eco- 
nomical. Your choice of molded 
on or pneumatic tires in wide 
variety of sizes. 


NEW LOW PRICES ON 
STEEL FRAME TRUCKS 


A full range of sizes and styles 
to choose from. Metal tired 
wheels if you _ prefer. One 
piece steel frames, Hyatt roller 
bearings, cast steel axle boxes 
and pockets, hardwood platforms 
. .. at prices lower than many 
wooden frame trucks of like ca- 
pacities. 


Special Bodies to handle all kinds 
of materials — box bodies, stake 
end racks, etc. Special bodies 
built to your order. Also, “lift 
truck type” Jak-Tung trucks. 








Jak-Tung Trucks 


Ask for catalog illustrating uses. 


TRUCK & CASTER CO. 


4042 Mississippi River 
KEOKUK, IOWA 


HOMAS 


When inquiring specify 






Cut Your Pipe More 
Quickly, Cleanly, at 
Lower Cost with a 






F you haven’t tried a 
Rit@aiD Pipe Cutter, 
you've been missing a 











pleasant experience. enw 
For this modern stand- Nos. 1 
and 2 


ard Rif20D has a new- 
type thin blade cutter wheel of tool steel, 
forged and assembled in a solid steel 
bushed hub—to give you many more clean 
quick cuts, saving you time and money. 
There are also heavy-duty cutters, includ- 
ing a new trench type four wheel cutter. 
All are built to hold alignment, always 
cut true. For economy and better work, 
ask your Supply House for RimaiDs. 


THE RIDGE TOOL CO. + ELYRIA, OHIO Ss rs 


Beaicc2il ea: ny 


When inquiring specify FEP223 ... see information request blank, pgs. 12-13 
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Would You Like 
To Receive 
FOOD EQUIPMENT PREVIEW 


Regularly, Without Cost? 


FOOD EQUIPMENT PREVIEW is sent 
only to respnsible production and plant 
maintenance men in food manufacturing 
plants, at their request. To such men there 
is no charge for this service. 


If you wish to receive FOOD EQUIPMENT 
PREVIEW regularly, turn to pages 12-13, 
tear off the request slip and fill in your 
name, title, firm, etc. Then send this to the 
publishers. 


WARNING: Unless your request is re- 
ceived, you may miss future issues. This 
copy is sent to your firm. Such mailings 
may soon be discontinued. 


FOOD EQUIPMENT PREVIEW 
737 N. Michigan Ave., Chicago, Ill. 


Snes eaeceodean 


Gyratory Liquid Screen 


Vibratory Motion Produces Quick Screening 
Action 


Uses — For screening emulsions, 
fruit and vegetable juices, tomato 
and citrus juices, etc., and for 
many other types of screening 
operations. 

Features — Because of gyratory, 
vibratory motion, material being 
screened is kept highly agitated, 
thus producing a quick screening 
action especially on pulpy prod- 
ucts like citrus products and to- 
matoes. No brush or artificial 
pressure is used to force liquids 
through sieve, resulting in clean, 
uniform product. Sieve is easily 
removed for cleaning by pulling 
small lever and lifting out. Re- 
movable cover prevents splashing. 
Performance—Machines will handle 1000 gals. of tomato 
juice through 20 mesh screen per hour on Type “V” 
model, or 3000 gals. per hr. on 35” diameter screen. 
Description—Unit is readily portable, weighing about 
100 lbs. Machine can be suspended by means of hook or 
chain so that screening can be done directly over con- 
tainer beneath it. Ready for operation by screw attach- 
ment plug into any lamp socket. Type V model is 55” 
overall height; width at large end is 25”. Totally en- 
closed motor is placed above sieve to prevent damage 
from screened material. Uses 1/6 H.P. motor. Drive 
shaft operates at approx. 900 R.P.M. Removable sieve, 
2034” dia., may be equipped with any mesh or wire cloth 
specified. Sieve can be removed, cleaned and replaced 
in about five seconds. 

GREAT WESTERN MFG. CO., Dept. F, 1937 Baker St., 
Leavenworth, Kan. 

When inquiring specify FEP224 ... see information request blank, pgs. 12-13 
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Shop Clean-Up Cart 


A “Dust Pan on Wheels” ... Light, Easy to Handle 


Uses—A very prac- 
tical improvement 
in cleaning up dirt 
and trash about the 
plant. 


Features—Big dust 
pan mounted on 
ball-bearing rubber 
tired wheels... Ca- 
pacity of more than 
a bushel. Simple in 
design, lightin 
weight, easy to 
maneuver ... han- 
dles easily in places 
a wheel barrow cannot go. 





Price, $9.50 F.O.B. Detroit. 


PALMER SHILE CO., Dept. F, 7100 W. Jefferson Ave., 
Detroit, Mich. 
When inquiring specify FEP225 .. 


. see information request blank, pgs. 12-1° 


PGs cee 
Washroom Cleaning 
Agent 


Hardest Water Does Not Impair Effectiveness 


Uses—For use as a washroom cleaning agent on this 
manutfacturer’s fixtures and on other washroom facilities. 
Can be used with complete safety on all surfaces. 
Features—Contains no free acid to remove finish of fix- 
tures. Economical as only a small amount is needed for 
cleaning. Retains its effectiveness in even the hardest 
water, thus readily removing soil, stain and scum unaf- 
fected by other soaps and cleaners. 

Description—Cleaner contains a specially developed syn- 
thetic, soapless detergent base to a mild, new siliceous 
abrasive used in the aircraft industry. In addition, alka- 
line agents are used to intensify its emulsifying and dis- 
persing action. Used by sprinkling lightly on surface to 
be cleaned, then rubbed with a damp cloth and washed 
off with water. Material is packed in cartons of 10, 25, 
50 and 100 lbs. ‘ 
BRADLEY WASHFOUNTAIN CO., Bradex Div., Dept. 
F, Milwaukee, Wis. 

When inquiring specify FEP226 ... see information request blank, pgs. 12-13 


O 


Automatic Boiler 
Feed System 


Maintain Constant Water Level, Regardless 
of Pressure 


Uses — Systems 
were planned es- 
pecially for boilers 
up to 750 H.P. and 
200 lbs. pressure. 

Features — Easy-to- 
install systems are 
stated by maker to 
(1) automatically 
return all condensate 
to boiler, from both 
high and low pres- 
sure equipment; (2) 
add make-up water 
as needed to comp- 
pensate for loss of 
live steam; (3) 
maintain uniform 
water level in boil- 
er; (4) keep return 
lines constantly 
open; (5) eliminate 
back pressure on return lines; and (6) operate at low 
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cost. Renewable liners on turbine-type pump permit 
performance alterations without changing entire unit. 
Description—Pump section of unit has oversize shaft and 
bearings, with special bearing adjustment for centering 
impeller, to prevent galling and seizing. Automatic water 
level control unit performs three functions: (1) starts 
and stops boiler feed pump to maintain water level in 
boiler with %4” range; (2) cuts off burner or stoker if 
boiler water should reach dangerously low level; and (3) 
can be wired to sound alarm when low cut-off point is 
reached. Control has Monel float, bellows to eliminate 
packing, and all operating parts isolated from steam and 
hot water zone. Bulletin WP-330 gives details. 
MICRO-WESTCO, INC., Dept. F, 108 State St., Betten- 
dorf, Iowa. 

When inquiring specify FEP227 ...see information request blank, pgs. 12-13 


Washable Enamel (Flat 


Finish) in Paste Form 


Uses Water Thinner — No Objectionable Odor 
Dries Quickly 

Uses—For use as a wall paint for flat wall finishing. 
Features—Gives uniform finish as it resists uneven por- 
osity in underneath surface. “Lime burns” and suction 
spots do not show through. Hair and fire cracks are filled 
and sealed by “Densotone”; no priming or shellacing is 
required. This enamel does not become brittle with age; 
does not chip or crack. When hard and dry, may be 
scrubbed with harsh cleaners. Iodine stains washed out 
with alcohol do not affect the film. Material recoats with 
itself or other paints or enamels. No objectionable odor. 
Easily applied, even with calcimine brush. 
Description—Material is available in variety of pastel 
tints. Comes in concentrated paste form, requiring wa- 
ter as a thinner. Can be sprayed or brushed on. Multiple 
coats may be applied immediately after previous coat ap- 
pears dry (usually 1 to 1% hours). 
DENSOL PAINT CO., Dept. F, Box 34, South Park, Ohio. 


When inquiring specify FEP228 ... see information request blank, pgs. 12-13 
casicinnalibcasinmanaas 


Chemical Porcelain Pipe 
Fittings and Valves 


High Resistance to Acids . . to Thermal or 
Mechanical Strains 

Uses—In handling corrosive or con- 
taminating agents, combines advantages 
of porcelain with those of a mechanical- 
ly sound joint utilizing characteristics of 
porcelain. 
Features—Line incorporates a newly 
designed joint which makes use of 
porcelain’s characteristics. This porce- 
lain is unaffected by any acids except 
hydrofluoric .. is tough against me- 
chanical and thermal strains. The close- 
knit even textured body makes possible 
to grind a retaining groove in the fired 
porcelain that is precise in shape and 
smooth for a bearing without strain, 
cramping or spot loading. A machined 
groove in metal flange locks metal re- 
taining ring into porcelain groove. 
Description—Pipe and valves have gen- 
erous wall thickness giving mechanical 
strength. Uniformity of wall section 
increases resistance to thermal shock. 
All pipe, fittings and valves are white 
glazed inside and out making for easy 
cleaning and freedom from contamina- 
tion. Pipe available in sizes from 1” to 
8” bore and can be cut in any length up to 60” . . thus 
joints are kept to minimum. Ask for Bulletin 186, for 
details. 
LAPP INSULATOR CO., INC., Dept. F, 946 Margaret 
St., Le Roy, N. Y. 
When inquiring specify FEP229 ... see information request blank, pgs. 12-13 
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Self-Priming Pump 
Positive Delivery—No Agitation—Slow Speed 


Uses — Adaptable 
to pump any thin 
or viscous liquids 
— acids, oils, fats, 
baby foods, gaso- 
line, liquors, choc- 
olates, milk prod- 
ucts, etc. 

Features — Pump 
can be quickly and 
easily cleaned. Ac- 
tion of pump is 
positive, but will 
not foam such products as toothpaste, shaving creams, 
etc. Has large internal chambers; silent operation; no 
metal friction or gears to cause noise. 
Description—Built in sizes up to 100 G.P.M. Made in 
stainless steel, nickel alloy, bronze or other suitable metal 
construction required for job. 

BUMP PUMP CO., Dept. F, 840 Thomson Ave., La 
Crosse, Wis. 

When inquiring specify FEP230.. 





. see information request blank, pgs. 12-13 


Granulator Requires 
Little Head-Room 


Placed Under Dryer to Utilize Gravity 
Flow Into Hopper 


Uses — Automatic- ™ ] 
screen type, of large 
capacity, is widely 
adaptable for break- 
ing down lumps 
formed while ma- 
terials are being 
processed or while 
standing in contain- 
ers; for reducing to 
free-flowing granu- 
lar powders porois, brittle or bulky materials as they 
come from dryers; for granulating pharmaceuticals, filter 
press cake, malted milk, coffee, extracts, etc. When fitted 
with screens of proper mesh, machine is suitable for pre- 
paring materials for tabletting or briquetting. 
Features—Machine has low over-all height to permit in- 
stallation directly under a dryer or other processing unit. 
Gravity flow is thus utilized to feed materials into hopper 
and eliminate need for conveyor belts or other handling 
devices. 

Description—Machine is modified form of maker’s stan- 
dard oscillating granulator. It is of all-steel construction 
and tightly housed to prevent dust escape. Outboard 
rotor bearings assure ample lubrication without con- 
taminating materials being processed. 


F. J. STOKES MACHINE CO., Dept. F, Philadelphia, 


Pa. 
When inquiring specify FEP231... 





see information request blank, pgs. 12-13 


Package Seal Compound 
Does Not Shrink or Distort Thin Fiber Carton 


Uses—Sealing and protective covering at joints of wide 
variety of containers made from metal, fiber, molded 
plastics, etc. Initial use of product was to seal metallic 
and fiber pouring spouts for cartons of packaged table 
salt and similar granular, easy flowing materials. 

Features—Lower cost than usual methods. Will adhere 
to highly polished surfaces. Seal highly impervious to 
moisture transmission, but is readily torn open when 
package is ready for opening. Coating does not shrink 
or warp thin fiber carton or distort fiber container tops. 
Description—Material is a viscous solution which is suf- 
ficiently fluid to be applied by means of brush, spray gun 
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or a printing operation, leaving the desired form of film 
covering joints. Solution dries to non-tacky film in less 
than 20 minutes. Material is obtainable in smooth, matte 
and crackled surfaces; solutions are also available in all 
standard transparent colors and may be pigmented as 
well as in form of metallic irridescent coatings. Sold in 
one and five gallon cans, and in thirty and fifty-five gal- 
lon drums. 


AMERICAN PRODUCTS MFG. CO., Dept. F, 8127-33 
Oleander St., New Orleans, La. 
When inquiring specify FEP232 ... see information request blank, pgs. 12-13 


Py siete 


Permanent Spout Magnet 
Class “A” Rating—Needs No Electricity 


Uses — For extract- 
ing iron parts from 
free flowing solid or 
liquid materials. For 
metal or wood 
chutes and grinding 
mill feed tables. 
Low cost and free- 
dom from operating 
cost make these 
magnets useful 
where electro-mag- 
nets are not justi- 
fied. 
Features—Maker states that these magnets are the first 
of this type to receive Class “A” rating from Mill Mutual 
Fire Prevention Bureau. Units are as strong as electro- 
magnets. No electricity is required. Sealed construction 
makes magnets suitable for both wet and dry materials. 
Not affected by dust, heat, moisture or vibration. Units 
are self-contained and indefinitely permanent, requiring 
no maintenance. 

Description—Separator is 14” long and made from 4” to 
24” wide. It is totally enclosed in an aluminum housing 
which hinges to chutes, spouts, hammermill feed tables, 
or can be suspended over material. Magnet is hinged on 
upper end, permitting easy cleaning. 

RICHMOND MFG. CO., Dept. F, 1940 Moyer, Lockport, 
N. Y. 

When inquiring specify FEP233 ... 


setae cae tae 


Midget Centrifugal Pump 


Weighs 6 Lbs. — Maximum Volume Is 8 G.P.M. 


Uses — Small size 
and light weight 
make pump adapt- 
able for pumping 
thin liquids where 
weight and space 
involved must be 
kept at minimum. 
Features — Light 
weight unit is 
sturdily construct- 
ed for long hour service. Engineered to yield maximum 
volumes and pressures for space occupied. 
Performance—Maximum pressure is 20-25 lbs. per sq. in. 
Maximum volume is 8 gallons per minute. 
Description—Model E pump weighs 6 lbs.; 7%” long, 
3%” high, 3%” wide. Motor is universal heavy duty 
fan cooled, 1/20 H.P., 115 volts, AC or DC. Centrifugal 
type pump with total internal volume of 12 CC. Stuffing 
box is adjustable by means of hand operated wheel. 
Motor armature and pump impeller are mounted on single 
shaft for perfect alignment — no coupling necessary. 
Standard material is Monel, stainless steel and chromium 
plated bronze construction. Other metals and alloys 
available. 


EASTERN ENGINEERING CO., Dept. F, 49 Fox St., 
New Haven, Conn. 
When inquiring specify FEP234... 





see injormation request blank, pgs. 12-13 





see information request blank, pgs. 12-13 
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Low Cost 
Non-Contaminating 
PUMPING 


of vinegar, fruit and vegetable juices, and 
other liquids which might have a corroding 
effect. 


Use 
the 
OLIVITE 
PUMP 


because 


. of its open impeller, mak- 
ing it free from clogging 
any easy to clean. 


..it can handle hot as well Gas 
as cold liquids. 

..it is absolutely non-con- 
taminating. 

.. of hydraulic seal in the 
stuffing box rather than a 6... 
lubricant. 


Three sizes of OLIVITE PUMPS available: 
each with flat, V-belt or direct drive. In sending for Bulletin 
302, which gives details, describe fully liquids to be handled and 
conditions involved. 


OLIVER UNITED FILTERS INC. 


New York Chicago Oakland 
33 West 42nd St. 221 N. LaSalle St. 2900 Glaseock St. 


5... it is provided with a drain. 


it is tough, strong and 
non-shatterable. 


1%, 2 and 4-inch, 





12-13 


When inquiring specify FEP236 ... 


see information request blank, pgs. 





for Food Industry 
Men! 


Barrett’s Junior Catalog 
should be on your desk— 
it contains useful mate- 
rial handling suggestions 
and describes equipment 
that is saving large sums 
in food processing and 
packaging plants. 


TYPICAL PAGES-- 


Barrel and Drum Elevating 
Tilters and Pourers. 









Beam and Dial Type Scale 
Trucks. 


Lift Trucks, Floor Trucks and Barre) and Drum Drain 
Stevedore Trucks for Bar- Racks and Pouring Racks, 
rels and Drums. Carboy Pourers and Trucks. 


Oxygen and Ces Cylinder 


rucks and Skid 


Barrel and Drum RF 
Racks. 


Portable Barrel Elevators. 
Portable Barrel Cranes. 


Send for this helpful book TODAY—it will save for you! 


BARRETT 
BARRETT -CRAVENS CO. 


3276 W. 80th Street Chicago, Illinois 
Representatives Everywhere 


Truck Unloading Barrel 
Skids. 


Spring Frame Trucks for han- 
dling delicate materials. 


Electric Hoists, etc. 





Barrett 


| Handling 
Equipment 





| When inquiring specify FEP236... see information request blank, pgs. 12-13 
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Over 50,000 Non-Duplicated 
“"Process’’ Circulation--- 


Over 25,000 
C.C.A. Circulation 
in these Chemical 

Process Lines 


@ Brewers, Distillers 


@ Cellulose 
@ Chemicals 
@ Ceramics 


@ Drugs, Cosmetics 


@ Fertilizers 


@ Food Products 


@ Leather 


@ Cement, Lime 

@ Metallurgical 

@ Paints, Varnishes 
@ Paper, Pulp 

@ Petroleum Refining 


@ Plastics 
@ Rubber 


@ Soap 


. . - and allied lines 











in ALL These 
Lines of Food 
Manufacturing 


@ Bakeries 
@ Bottlers 
e Brewers, Distillers 
@ Cannerie: 
@ Cereals 
@ Condensed Milk 
@ Confectioners 
@ Dairies 
@ Flavoring Extracts 
@ Flour, Grist Mills 
@ Frozen Foods 
@ Ice Cream 
@ Ice Plants 
@ Meat Products 
@ Oils and Fats 
@ Sugar Refineries 
. . . and allied lines 


30,000 Circulation 
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Worm Speed Reducer 


Oils Seals on Both Input & Output Ends Stop 
Leaks 


Features—These worm 
reduction units employ 
a breather cap _ in- 
stalled on top of gear 
case to compensate for 
“build-up” of internal 
pressure while unit is 
in operation. Oil seals 
are used on both in- 
put and output ends to 
eliminate all danger 
of oil leakage. Gears, 
wheel and worm are 
assembled in  semi- 
steel, oil-tight housing 
with bearing supports 
for both worm and worm wheel machined in one casting, 
thus assuring permanent alignment, eliminating use of 
split bearings and shims. 

Description—Type 25 A units weigh 22 lbs., having base 
dimension of 74%” by 5” and a height of 7”. These re- 
ducers are capable of handling inputs from %4 to 2 H.P. 
at 1800 R.P.M., and % to 1% H.P. at 1200 R.P.M. Ratios 
range from 4 5/6 to 1 to 100 to 1. Worms are made of 
alloy steel with hardened and ground threads. Nickel 
bronze is used in worm wheel. Shaft mountings are on 
full ball bearings. Output shaft can be made to project 
either right or left hand, or input and output shafts can 
be made to project at both ends. 

ABART GEAR & MACHINE CO., Dept. F, 4832 West 
16th St., Chicago, Ill. 


When inquiring specify FEP237 ...see information request blank, pgs. 12-13 








Enclosed, Vermin-Proof 
Sanitary Motor 


Dirt-Proof, Splash-Proof, With Moisture-Proof 
Windings 


Uses—Sanitary mo- 
tor for use in dairy 
and other food in- 
dustries. Specifical- 
ly built for all class- 
es of drive applica- 
tions where sanita- 
tion is of foremost 
importance. 
Features — Motor is 
of sanitary construc- 
tion, totally-en- ra 

closed, non-ventilated type. Easy to keep clean as there 
are no sharp corners, pockets or crevices where dirt can 
collect; all external surfaces are smooth-finished. Mois- 
ture-proof windings are highly resistant to both water and 
heat. 

Description—Motor frame and feet are non-breakable, 
welded steel construction. Unit is assembled with 
chrome-plated “acorn” nuts sealed tightly to motor end 
plates. Drain hole in bottom of motor (for condensation) 
is fitted with fine mesh, stainless steel screen. Motor is 
equipped with ball bearing cartridge units, prelubricated 
and sealed. Standard finish is gray enamel; also avail- 
able in aluminum, white or other finishes. 

HOWELL ELECTRIC MOTORS CO., Dept. F, Howell, 


Mich. 
When inquiring specify FEP238... see information request blank, pgs. 12-13 













Turn to pages 12-13. Request slip sent to publisher 
will bring you more information about products 
described in this issue. 
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Double Roller Mill 


Equipped With Roller Bearings and Roller 
Chain Drive 


Uses — For 
cracking 
corn, wheat 
and soy 
beans; 
crimping 
oats; grind- 
ing bicar- 
bonate of 
soda, black 
pepper, 
charcoal, 
chick feed, 
coffee, corn 
flour, corn 
meal, grits, 
potato 
flour, tapi- 
oca flour, etc. 
Features—Roller bearings save power and excessive 
maintenance expense. Roller chain drives eliminates in- 
tricate, expensive belts; chain guards increase safety 
factor. 

Description—Machine consists of two pairs of rolls which 
rotate oppositely to each other, generally with a differen- 
tial. Different cuts or corrugations on the rolls, their 
speed, closeness of setting and the differential determine 
work which will be done on the product. Principle of dou- 
ble roller mill is such that, with each pair of rolls corru- 
gated for the work it is required to do, two different prod- 
ucts can be produced at the same time from one machine. 
Adjusting mechanism assures positive setting of rolls. 


SPROUT, WALDRON & CO., Dept. F, 180 Sherman St., 
Muncy, Pa. 





When inquiring specify FEP239...see information request blank, pgs. 12-13 
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Steam Trap - - Drainator 
No Moving Parts, No By-Passes, Visual Indication 


Uses—For the com- 
plete and continu- 
ous removal of con- 
densate, air and 
non - condensible 
gases from lines on 
steam processing 
equipment. Draina- 
tors are also used as 
principle units of 
closed return sys- 
tems. 

Features — Unit has 
no moving parts, no 
by-passes and sim- 
plified piping as unit 
fits into line like a 
valve. Water gauge 
gives visual indica- 
tion of operation. 
‘Supported by pipes 
and no brackets are 
necessary. Only one 
adjustment needed 
for a given location. 
Description—Drainator has stainless steel stem and ori- 
fice. Rugged main casting has been streamlined. Shut- 
offs on each fitting. Gauge glass specially designed for 
this service, and ball checks eliminate hazard should 
glass be broken. Blow-down valve built into gauge glass 
fitting. Stem easily removable for inspection by un- 
screwing nut. Operates under pressure or vacuum. Sim- 
ple in design and simple to install and maintain. 

COE MFG. CO., Dept. F, Bank Street, Painesville, Ohio. 


see information request blank, pgs. 12-13 





When inquiring specify FEP240... 











FOOD EQUIPMENT PREVIEW 


ADVERTISERS 
IN THIS ISSUE 


Advertiser Agency 


Ajax Flexible Coupling... 
American Foundry Equip. Co. 
American Monorail Co. 
Armstrong Machine Works 
Automatic Transportation Co. 


Horace A. Laney 


....Russell T. Gray Co. 


Barrett-Cravens Co. . 


aes asastccaniniasceasieinsee aniSaO RNIN 10 
Bradley Washfountain Co. .....Kirkgasser-Drew Co. me 
Buffalo Forge Co........ ; ...Melvin F. Hall Adv. Agency ..24 
Builders Iron Foundry .Alden F. Hammond re 
Cling-Surface Co. .... ai ..Tyler Kay & Co., Inc. 4 
W. B. Connor Engr. Corp. ...Doremus & Co. ; 15 
Dracco Corp. ..Grover Johnson 14 
Eastern Engr. Co...... -Wilson & Haight, Inc...... 16 
Economic Machinery Co.................Walter B. Snow & Staff 3 
Exact Weight Scale Co. ....J. W. Sieverling 7 
Flexrock Co. ........... ...Harry P. Bridge Co. 24 
FORMOTO CO. onc:c0n0.:::. -Horton-Noyes Co. piiecsseean 
B. F. Gump Co.... ..The Vanden Co., Inc. 5 
Hinde & Dauch Paper Co...... .Howard Swink Adv. Agency... 5 
International Nickel Co...................Marshalk & Pratt, Inc....... 24 
Se I In ssic' vicevaciaancseeesins<iseekelancaelacabslclanmentaliieaindtndenenion ..23 
Johnson Corp. .... ..Kreicker & Meloan, Inc. one 
Link-Belt Co. ....... sedans aceite coin HIE III ois sticanscevstnsiewagaed 3 
Lukens Steel Co... SAR G. M. Basford Co. 7 
Mixing Equipment Co. .C. L. Rumrill & Co..... a 
Oakite Products, Inc. = Rickard & Co., Inc...... 13 
Oliver United Filters, Inc..... Alan B. Sanger 21 
Palmer Co. pigatiadieibicticanertnaae 9 
Pfaudler Co. ....... ; C. L. Rumrill & Co. 24 
Pioneer Rubber Co... ..Carr Liggett, Advertising ” 
% Proportionetrs, Inc. %... .Alden M. Hammond 8 


Reliance Electric & nr. Co.......C. A. Reece... ‘in 
Ridge Tool Co....... .Carr Liggett, “Advertising 19 


Service Caster & Truck Co..........Evans Associates, Inc. Sd 
T. Shriver & Co................ icideastaaie Spooner & Kriegel........................23 
Sparkkier MES. Co...............0-.-.c.ececseserce Fred H. Ebersold, Inc..... 12 
Sprout, Waldron SE REN lami Bena cas 8 i dices 
Stephens-Adamson Mfg. if aaa areatiaton 3 
Taber Pump Co. ...Tyler Kay & Co., Inc. : 2 
Thomas Caster & Truck Co. sideaationistein 19 
Wilkens-Anderson Co. .......0...0.0...... Roy D. Zeff, Advertising 10 


Tineeniinintin Sean: Fleat 


Cleaning Without Taking Trap From Line 


Uses—Suitable for all steam 
conditions from 25” vacuum 
to 20 Ibs. pressure. Will 
hamile 400 lbs. of water per 
hour at 2 Ibs. of steam pres- 
sure and 1200 lbs. at 20 lbs. 
pressure. 

Operation — Air is vented 
continuously by means of 
bellows-controlled valve 
near top of trap. Separate 
water outlet is controlled by 
copper float in trap body (to 
right as shown in cut). Two 
inlets on side and top, and two outlets on side and bottom 
permit assembly into line in number of different piping 
arrangements. 

Description—Float and bellows are combined in this new 
model. Removal of 4 cap screws, which hold float cham- 
ber in position, permits access to operating parts without 
removing trap from line or disturbing pipe connections. 
Hydraulically formed bellows, which are vacuum filled, 
are used for air bypass. Float valve and seat are stain- 
less steel. Overall dimensions: length, 5”; height, 
4-13/16”; width, 2%”. Shipping weight 5 lbs. 
STERLING, INC., Dept. F, 3718 North Holton St., Mil- 
waukee, Wis. 


When inquiring specify FEP241... 





see information request blank, pgs. 12-13 
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Find Out How 
rie aaa ae andes 





BETTER 
CLARITY 
PURITY 
APPEAL 


#8 en Peoouc? 


“$i SEDRINV IER Ful, WEIR 


Learn how many of 
America’s outstanding 
producers of syrups, ex- 
tracts, fruit juices, cider, 
vinegar, wines, liquors, 
oils, fats, gelatin and 
other products have im- 
proved quality and low- 
ered costs by using Shriver Filters. Full description of 
methods and types of filters for clarifying, decolorizing, 
recovering solids and waste products—a real help to you. 


T. SHRIVER & COMPANY 


830 Hamilton St. Harrison, N. J. 


Write for this Bulletin—Today 


When inquiring specify FEP242... see information request blank, pgs. 12-13 
———--O 











HANDLE DELICATE FOODSTUFF 


With Jeffrey Units 


No Breakage 
No Dust Loss 
* No Contamination 
D 
Geslere oii Jeffrey-Traylor electric vibrating equip- 


ment (totally enclosed pan conveyor is 


Inspection tables 
is ideally suited for handling 


Batching feeders 
wi 


aytrois for continu. shown) 


ous proportioning and foodstuffs through various operations. 
ongereiee Conveying medium in stainless steel. For 
Cemrenere ors operating economy, increased produc- 
Crushers tion and long service . . . call on Jeffrey. 


The Jeffrey Manufacturing Co. 


856-99 North Fourth Street Columbus, Ohio 


New York Huntington Birmingham Salt Lake Ci 
Buffalo Pittsburgh Chicago Detroit 7 
Phitese iphia aed St teal Terre Haut 
Scranton Cincinnati Milwaukee = ; 


When inquiring specify FEP243 ... see information request blank, pgs. 12-13 
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Does Your Food Processing 
require WASHED ALR? 


Washed air is clean air — and an essential factor in maintaining food processing 
on a high standard of purity. Buffalo Air Washers are designed and built for 
just that type of service — sturdy, dependable equipment famous for efficient, 
low-cost air cleansing, tempering and proper humidification. There’s a type 
and correct capacity Buffalo Washer for your plant. Full details on request. 


BUFFALO FORGE COMPANY 


161 MORTIMER sT. BUFFALO, N. Y. 
Branch Engineering Offices in Prnicipal Cities 
Canadian Blower & Forge Co., Ltd., Kitchener, Ont. 


When inquiring specify FEP244... see information request blank, pgs. 12-13 
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“WHAT 


METAL 


SHALL | SPECIFY?“ 


Be just as thorough in your 
metal specifications as you 
are in those covering de- 
sign, speeds, and safety 
features in equipment you 
buy. Here’s an easy way to 
find out more about those 
two “‘stand-by”’ food proc- 
essing metals, Monel and nickel—the metals whose strength 
and toughness prolong equipment life, whose great resist- 
ance to corrosion protects fine foods. 
This profusely illustrated 28 page book- 
let oon how capably these metals 
fit into equipment for sorting, sepa- 
rating, grading, washing, brining, 
conveying, drying, blanching and 
scalding, pulping and grinding, mix- 
ing, straining and clarifying, storing 
and transporting, cooking, finishing, 
and packaging. 


WRITE FOR YOUR FREE COPY OF “ILLUSTRATED 
GUIDE FOR EQUIPPING FOOD PLANTS” TODAY 


THE INTERNATIONAL NICKEL COMPANY, INC. 


67 Wall Street New York, N. Y. 
PRP ORL SA A ED LC I NRE ARR 


When inquiring specify FEP2465... see information request blank, pgs. 12-13 
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FOOD EQUIPMENT PREVIEW 


Safety Transformer 


Reduces Any 110 or 115 Volt Current Down to 
Safe 6 Volt 


Uses—Primarily de- 


signed for preven- 

tion of deaths and 

accidents that occur 

in handling electric 

extension cords in 

wet and damp 

places. 

Features — Light 

weight, small cylin- 

drical unit, has out- 

er shell made of a 

non-corrosive, non- 

conductor and tough 

compound shell en- 

closing a water- 

proof transformer 

element. Case is 

stated to be water 

and moisture tight. 

Hook is provided on 

one end to carry 

and hang where 

convenient. 

Operation—To use the transformer, it is only necessary 
to plug one set of wires in any 110 or 115 V receptacle. 
Device can then be hung by its hook on the BX recep- 
tacle, any handy obstacle or even lying on its side on 
floor or table. To the other end of transformer the light 
extension cord is attached. Function of the transformer 
is to reduce any 110 or 115 V current down to the safe 6 V 
to prevent injury if short or accident occurs. Unit pro- 
vides for a 6 V lamp using up to 50 watts. 


NEWARK TRANSFORMER CO., Dept. F, 17 Freling- 
huysen Ave., Newark, N. J. 
When inquiring specify FEP246...see information request blank, pgs. 12-13 


If you are a responsible food manufacturing 
executive, FOOD EQUIPMENT PREVIEW 
will be sent to you personally if you request 
the publishers to do so. . . there will be No 
Charge. 

See request slip between pages 12 and 13. 


Pass On To Name Checked 


When you have read this issue, remember 
your associates who would like to see it. 
President 

Vice President 

General Manager 

Chief Chemist 

Chief Engineer 

Research Director 

Works Manager 


OOOOOOOOITTH 


Pass On To Name Checked 
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PFAUDLER-KING FILLERS 


GIVE PACKERS MANY ADVANTAGES 


The steadily increasing de- 
mand for Pfaudier-King Fil- 
lers is due to the fact that, 
regardless of container, filling 
is accurate te any desired 
head space and there is no 
sloppage. Filling parts are 
positive in action, eliminat- 
ing all drip and waste. in 
spite of that, change-over for 
different can, bottle or jar 
sizes can be made in re- 
markably short time. 

A third positive advantage 
that makes it such a favorite 
with canners is the extreme 
sanitation and ease of clean- 
ing. All working parts are 
carefully enclosed and the en- 
tire machine is assembled in 
three compact units, the main 
frame, operating mechanism 
and reseryoir. 

Canners and food processors 
are showing a strong interest 
in all models, including size 
for No. 10 cans, gallon jugs. 
Bulletin No. 786 describes the 
sizes and types available. 


Piston fillers for heavy liquids 
also available — in a variety 
of sizes and stations. See 
Bulletin No. 790 for the 
whole story. 


THE PFAUDLER CO., Executive Offices: Rochester, N. Y., Factories: 
Rochester, N. Y. and Elyria, 0. Branch Offices: New York, Boston, 
Philadelphia, Chicago, Cincinnati. Pfaudler Sales Co., San Franciseo and 
Los Angeles. Representatives in principal cities. 


FAUDLE 


When inquiring specify FEP247 ...see information request blank, pgs. 12-13 


NGOs 


(DYE 


for FLOORS 


imparts Enamel-like 
Finish in Beautiful 
Color 


@ Tile Red 

@ Linoleum Brown 
@ Battleship Gray 
@ Emerald Green 


COLORFLEX is an excellent, colorful preservative for use on 
wood or concrete floors. Quickly applied with ordinary roof 
brush or mop. Eliminates painting. Sucenete the pores of the 
floor ... won’t skin off, check, craze or crack. Raw alcohol has 
no effect on it. Sulphuric acid won’t touch it. It’s fire resistant. 
The gloss stands up under the hardest kind of floor traffic. Over 
wood, COLORFLEX prevents splintering, Over concrete it 
prevents dusting. Dries in four hours. Used indoors or out. 


Color 


| FLEXROCK COMPANY 
@ PRESERVES t 9342 Manning St., Philadelphia, Pa. 


@ BEAUTIFIES | Please send me complete COLORFLEX information 
@ 4-HOURS «details of FREE TRIAL OFFER. No obligation. 


DRY NAME 
@ ELIMINATES | company 


PAINTING 
ADDRESS 
‘ 


When inquiring specify FEP248 . .. see. information request blank, pgs. 12-13 





